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DWTEK was founded in 2008. Our core value is 
to help industries complete missions more easily 
through underwater technology. We are committed 
to providing a comprehensive solution comprising 
ROV, connector, component, vessel chartering, and 
OWF service. We strive to provide the best solution 
as well as the highest product quality and standard.
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Who We Are

Our Mission
Underwater, where is one of the places that 
humans hard to access and the industries relied 
on the divers to implement underwater tasks, 
however, the limited human endurance of subsea 
depth and pressure made the tasks interrupted. 

DWTEK was born and redefine the underwater 
world.  We developed a quality ROV and thruster 
which can access up to 3,000m, and subsea 
connector features of 600 bar pressure. Moreover, 
we also extend our fleet to offshore industries, 
providing ROV and pilot IMCA support services. 
In 2019, we establish a vessel chartering division, 
providing OSV and CTV service to global offshore 
developers. 
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Standard Circular_Bulkhead
Contact 2, 3, 4, 5

Max. voltage 600 V DC
Current rating @contact 10A

Contact 2: 20A
Contact 3,4,5: 30A

Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar (300 bar for PEEK)
Temperature rating -40 to 60˚C

Operation Specification

Max. current @connector

Connector body Chloroprene rubber

Bulkhead body
Brass(BR), stainless steel 316(SS), anodized

aluminum(AL), titanium(TI) or PEEK(PE)
Contact Gold plated brass
Socket Gold plated beryllium copper

Contact 2,3,4: Stainless steel 316
Contact 5: N/A

Bulkhead leads AWG 18 PTFE, 30cm
O - rings Contact 2,3,4,5: NBR 2-014

Location pin

Material Specification

Male
Order No.
SCBH02M 2 SCIL02F SCDC02F SCLS0AM
SCBH03M 3 SCIL03F SCDC03F SCLS0AM
SCBH04M 4 SCIL04F SCDC04F SCLS0AM
SCBH05M 5 SCIL05F SCDC05F SCLS0AM

Standard Circular_Bulkhead_Male_Contact 2,3,4,5

Contact Inline Dummy Locking Sleeve

Female
Order No.
SCBH02F 2 SCIL02M SCDC02M SCLS0AF
SCBH03F 3 SCIL03M SCDC03M SCLS0AF
SCBH04F 4 SCIL04M SCDC04M SCLS0AF
SCBH05F 5 SCIL05M SCDC05M SCLS0AF

Inline Dummy

Standard Circular_Bulkhead_Female_Contact 2,3,4,5

Contact Locking Sleeve

Face View (Male)

*Dimensions in mm, Thread in inches
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**All product descriptions and specifications are subject to be changed without notice
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7/16" - T20 UNF Hex Flats 3/4''
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7/16" - T20 UNF Hex Flats 3/4''
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Standard Circular_Bulkhead
Contact 6, 8, 10

Male
Order No.
SCBH06M 6 SCIL06F SCDC06F SCLS0BM
SCBH08M 8 SCIL08F SCDC08F SCLS0BM
SCBH10M 10 SCIL10F SCDC10F SCLS0BM

Standard Circular_Bulkhead_Male_Contact 6,8,10

Contact Inline Dummy Locking Sleeve

Female
Order No.
SCBH06F 6 SCIL06M SCDC06M SCLS0BF
SCBH08F 8 SCIL08M SCDC08M SCLS0BF
SCBH10F 10 SCIL10M SCDC10M SCLS0BF

Standard Circular_Bulkhead_Female_Contact 6,8,10

Contact Inline Dummy Locking Sleeve

Face View (Male)

*Dimensions in mm, Thread in inches
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.8
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Max. voltage 600 V DC
Current rating @contact 10A

Max. current @connector 50A
Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar (300 bar for PEEK)
Temperature rating -40 to 60˚C

Operation Specification

Connector body Chloroprene rubber

Bulkhead body
Brass(BR), stainless steel 316(SS), anodized

aluminum(AL), titanium(TI) or PEEK(PE)
Contact Gold plated brass
Socket Gold plated beryllium copper

Contact 6: Stainless steel 316
Contact 8,10: N/A

Bulkhead leads AWG 18 PTFE, 30cm
O - rings Contact 6,8,10: NBR 2-017

Material Specification

Location pin

**All product descriptions and specifications are subject to be changed without notice
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Standard Circular_Bulkhead
Contact 12

*Dimensions in mm, Thread in inches

Male
Order No.
SCBH12M 12 SCIL12F SCDC12F SCLS0CM

Standard Circular_Bulkhead_Male_Contact 12

Contact Inline Dummy Locking sleeve

Female
Order No.
SCBH12F 12 SCIL12M SCDC12M SCLS0CF

Standard Circular_Bulkhead_Female_Contact 12

Contact Inline Dummy Locking sleeve

Face View (Male)
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5/8" - T18 UNF Hex Flats 1''
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Hex Flats 1''5/8" - T18 UNF
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Max. voltage 600 V DC
Current rating @contact 10A

Max. current @connector 60A
Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar (300 bar for PEEK)
Temperature rating -40 to 60˚C

Operation Specification

Connector body Chloroprene rubber

Bulkhead body
Brass(BR), stainless steel 316(SS), anodized

aluminum(AL), titanium(TI) or PEEK(PE)
Contact Gold plated brass
Socket Gold plated beryllium copper

Bulkhead leads AWG 18 PTFE, 30cm
O - rings NBR 2-017

Material Specification

**All product descriptions and specifications are subject to be changed without notice
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Standard Circular_Bulkhead
Contact 12,16

Face View (Male)

*Dimensions in mm, Thread in inches

Male
Order No.
SCBH12M 12 SCIL12F SCDC12F SCLS0CM
SCBH16M 16 SCIL16F SCDC16F SCLS0CM

Standard Circular_Bulkhead_Male_Contact 12,16

Inline Dummy Locking SleeveContact

Female
Order No.
SCBH12F 12 SCIL12M SCDC12M SCLS0CF
SCBH16F 16 SCIL16M SCDC16M SCLS0CF

Contact Inline Dummy Locking Sleeve

Standard Circular_Bulkhead_Female_Contact 12,16
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Max. voltage 600 V DC
Current rating @contact 10A

Max. current @connector 60A
Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar (300 bar for PEEK)
Temperature rating -40 to 60˚C

Operation Specification

Connector body Chloroprene rubber

Bulkhead body
Brass(BR), stainless steel 316(SS), anodized

aluminum(AL), titanium(TI) or PEEK(PE)
Contact Gold plated brass
Socket Gold plated beryllium copper

Bulkhead leads AWG 18 PTFE, 30cm
O - rings NBR 2-022

Material Specification

**All product descriptions and specifications are subject to be changed without notice
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3/4" - T16 UNF Hex Flats 1"
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Standard Circular_Inline
Contact 1

**All product descriptions and specifications are subject to be changed without notice

Connector body Chloroprene rubber
Contact Gold plated brass
Socket Gold plated breyllium copper

Inline cable AWG 18 Neoprene, 60cm

Material Specification

Max. voltage 600 V DC
Current rating @contact 10A

Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating -40 to 60˚C

Operation Specification

*Dimensions in mm, Thread in inches

Male
Order No.
SCIL01M 1 SCOM01M SCDC01F SCLS0MM

Standard Circular_Inline_Male_Contact 1

Contact OM Dummy Locking Sleeve

Female
Order No.

SCIL01F 1 SCOM01F SCDC01M SCLS0MF

Standard Circular_Inline_Female_Contact 1

Contact OM Dummy Locking Sleeve
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**All product descriptions and specifications are subject to be changed without notice

Standard Circular_Inline
Contact 2, 3, 4, 5

*Dimensions in mm, Thread in inches

Max. voltage 600 V DC
Current rating @contact 10A

Contact 2: 20A
Contact 3,4,5: 30A

Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating -40 to 60˚C

Operation Specification

Max. current @connector

Male
Order No.
SCIL02M 2 SCBH02F SCDC02F SCLS0AM
SCIL03M 3 SCBH03F SCDC03F SCLS0AM
SCIL04M 4 SCBH04F SCDC04F SCLS0AM
SCIL05M 5 SCBH05F SCDC05F SCLS0AM

Standard Circular_Inline_Male_Contact 2,3,4,5

Contact Bulkhead Dummy Locking Sleeve

Female
Order No.

SCIL02F 2 SCBH02M SCDC02M SCLS0AF
SCIL03F 3 SCBH03M SCDC03M SCLS0AF
SCIL04F 4 SCBH04M SCDC04M SCLS0AF
SCIL05F 5 SCBH05M SCDC05M SCLS0AF

Bulkhead Dummy

Standard Circular_Inline_Female_Contact 2,3,4,5

Contact Locking Sleeve

Face View (Male)
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Connector body Chloroprene rubber
Contact Gold plated brass
Socket Gold plated beryllium copper

Contact 2,3,4: Stainless steel 316
Contact 5: N/A

Contact 2,3,4: AWG 16 Neoprene, 60cm
Contact 5: AWG 18 Neoprene, 60cm

Inline cable

Material Specification

Location pin
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Standard Circular_Inline
Contact 6, 8, 10

*Dimensions in mm, Thread in inches

Male
Order No.
SCIL06M 6 SCBH06F SCDC06F SCLS0BM
SCIL08M 8 SCBH08F SCDC08F SCLS0BM
SCIL10M 10 SCBH10F SCDC10F SCLS0BM

Standard Circular_Inline_Male_Contact 6,8,10

Contact Bulkhead Dummy Locking Sleeve

Female
Order No.

SCIL06F 6 SCBH06M SCDC06M SCLS0BF
SCIL08F 8 SCBH08M SCDC08M SCLS0BF
SCIL10F 10 SCBH10M SCDC10M SCLS0BF

Standard Circular_Inline_Female_Contact 6,8,10

Contact Bulkhead Dummy Locking Sleeve

Face View (Male)
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**All product descriptions and specifications are subject to be changed without notice

Max. voltage 600 V DC
Current rating @contact 10A

Max. current @connector 50A
Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating -40 to 60˚C

Operation Specification

Connector body Chloroprene rubber
Contact Gold plated brass
Socket Gold plated beryllium copper

Contact 6: Stainless steel 316
Contact 8,10: N/A

Contact 6,8: AWG 16 Neoprene, 60cm
Contact 10: AWG 18 Neoprene, 60cm

Material Specification

Location pin

Inline cable

https://www.dwtekmarine.com/
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Standard Circular_Inline
Contact 12, 16

*Dimensions in mm, Thread in inches

Male
Order No.
SCIL12M 12 SCBH12F SCDC12F SCLS0C
SCIL16M 16 SCBH16F SCDC16F SCLS0CM

Dummy Locking SleeveContact

Standard Circular_Inline_Male_Contact 12,16

Bulkhead

Female
Order No.

SCIL12F 12 SCBH12M SCDC12M SCLS0CF
SCIL16F 16 SCBH16M SCDC16M SCLS0CF

Contact Bulkhead Dummy Locking Sleeve

Standard Circular_Inline_Female_Contact 12,16

Face View (Male)
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**All product descriptions and specifications are subject to be changed without notice

Max. voltage 600 V DC
Current rating @contact 10A

Max. current @connector 60A
Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating -40 to 60˚C

Operation Specification

Connector body Chloroprene rubber
Contact Gold plated brass
Socket Gold plated beryllium copper

Inline cable  AWG 18 Neoprene, 60cm

Material Specification

46
.5

46
.5
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Standard Circular_Overmold
Contact 1

**All product descriptions and specifications are subject to be changed without notice

Connector body Chloroprene rubber
Contact Gold plated brass
Socket Gold plated breyllium copper

Material Specification

Max. voltage 600 V DC
Current rating @contact 10A

Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating -40 to 60˚C

Operation Specification

*Dimensions in mm, Thread in inches

Male
Order No.
SCOM01M 1 SCIL01M SCDC01F SCLS0MM

Standard Circular Overmold_Male_Contact 1

Contact Inline Dummy Locking Sleeve

Female
Order No.
SCOM01F 1 SCIL01F SCDC01M SCLS0MF

Standard Circular Overmold_Male_Contact 1

Contact Inline Dummy Locking Sleeve
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**All product descriptions and specifications are subject to be changed without notice

Standard Circular_Overmold
Contact 2, 3, 4, 5

Face View (Male)

*Dimensions in mm, Thread in inches

19

25
.4

 28 

25
.4

2

13

2

1

3

4
2

1

34

5
2 1

Max. voltage 600 V DC
Current rating @contact 10A

Contact 2: 20A
Contact 3,4,5: 30A

Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating -40 to 60˚C

Operation Specification

Max. current @connector

Connector body Chloroprene rubber
OM body Brass(BR)
Contact Gold plated brass
Socket Gold plated beryllium copper

Contact 2,3,4: Stainless steel 316
Contact 5: N/A

OM leads AWG 18 PTFE, 10cm

Location pin

Material Specification

Male
Order No.
SCOM02M 2 SCIL02M SCDC02F SCLS0AM
SCOM03M 3 SCIL03M SCDC03F SCLS0AM
SCOM04M 4 SCIL04M SCDC04F SCLS0AM
SCOM05M 5 SCIL05M SCDC05F SCLS0AM

Standard Circular_Overmold_Male_Contact 2,3,4,5

Contact Inline Dummy Locking sleeve

Female
Order No.
SCOM02F 2 SCIL02F SCDC02M SCLS0AF
SCOM03F 3 SCIL03F SCDC03M SCLS0AF
SCOM04F 4 SCIL04F SCDC04M SCLS0AF
SCOM05F 5 SCIL05F SCDC05M SCLS0AF

Inline Dummy

Standard Circular_Overmold_Female_Contact 2,3,4,5

Contact Locking sleeve
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Standard Circular_Overmold
Contact 6, 8, 10

Face View (Male)

*Dimensions in mm, Thread in inches

19

31
.8

31
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28

Male
Order No.
SCOM06M 6 SCIL06M SCDC06F SCLS0BM
SCOM08M 8 SCIL08M SCDC08F SCLS0BM
SCOM10M 10 SCIL10M SCDC10F SCLS0BM

Standard Circular_Overmold_Male_Contact 6,8,10

Contact Inline Dummy Locking Sleeve

Female
Order No.
SCOM06F 6 SCIL06F SCDC06M SCLS0BF
SCOM08F 8 SCIL08F SCDC08M SCLS0BF
SCOM10F 10 SCIL10F SCDC10M SCLS0BF

Standard Circular_Overmold_Female_Contact 6,8,10

Contact Inline Dummy Locking Sleeve
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**All product descriptions and specifications are subject to be changed without notice

Max. voltage 600 V DC
Current rating @contact 10A

Max. current @connector 50A
Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating -40 to 60˚C

Operation Specification

Connector body Chloroprene rubber
OM body Brass(BR)
Contact Gold plated brass
Socket Gold plated beryllium copper

Contact 6: Stainless steel 316
Contact 8,10: N/A

OM leads AWG 18 PTFE, 10cm

Material Specification

Location pin

https://www.dwtekmarine.com/
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Standard Circular_Overmold
Contact 12, 16

Face View (Male)

*Dimensions in mm, Thread in inches
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29

Male
Order No.

SCOM12MBR 12 SCIL12M SCDC12F SCLS0CM
SCOM16MBR 16 SCIL16M SCDC16F SCLS0CM

Dummy Locking SleeveContact

Standard Circular_Overmold_Male_Contact 12,16

Inline

Female
Order No.

SCOM12FBR 12 SCIL12F SCDC12M SCLS0CF
SCOM16FBR 16 SCIL16F SCDC16M SCLS0CF

Contact Inline Dummy Locking Sleeve

Standard Circular_Overmold_Female_Contact 12,16
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**All product descriptions and specifications are subject to be changed without notice

Max. voltage 600 V DC
Current rating @contact 10A

Max. current @connector 60A
Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating -40 to 60˚C

Operation Specification

Connector body Chloroprene rubber
OM body Brass(BR)
Contact Gold plated brass
Socket Gold plated beryllium copper

OM leads AWG 18 PTFE, 10cm

Material Specification

https://www.dwtekmarine.com/
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**All product descriptions and specifications are subject to be changed without notice

Standard Circular_Attachable
Contact 6, 8

Max. voltage 600 V DC
Current rating @contact 10A

Max. current @connector 50A
Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating -40 to 60˚C

Operation Specification

Connector body Chloroprene rubber
Contact Gold plated brass
Socket Gold plated beryllium copper

Contact 6: Stainless steel 316
Contact 8: N/A

Material Specification

Location pin

Male
Order No.
SCAT06M 6 SCBH06F SCDC06F SCLS0BM
SCAT08M 8 SCBH08F SCDC08F SCLS0BM

Standard Circular_Attachable_Male_Contact 6,8

Contact Bulkhead Dummy Locking Sleeve

Female
Order No.
SCAT06F 6 SCBH06M SCDC06M SCLS0BF
SCAT08F 8 SCBH08M SCDC08M SCLS0BF

Bulkhead Dummy

Standard Circular_Attachable_Female_Contact 6,8

Contact Locking Sleeve

Face View (Male)

*Dimensions in mm, Thread in inches

 36 

31
.8

 

 45 

 

31
.8

 

M
C

LP
M

C
PB

SC
LP

H
P

CX
5

ET
RA

 R
G

 R
K

IE
08

M
S5

5
M

S(
W

ET
)

AC
CE

SS
O

RI
ES

PN
TC

EO
M

ET
(D

RY
)

https://www.dwtekmarine.com/


V.10281973

Your Trusted, Innovative, Practical Partner 

V.10281973

www.dwtekmarine.com
info@dwtek.com.tw

29 30

Standard Circular_Dummy
Contact 1, 2, 3, 4, 5, 6, 8, 10, 12, 16

Male
Order No.
SCDC02M 2 SCBH02F SCIL02F SCLS0AM
SCDC03M 3 SCBH03F SCIL03F SCLS0AM
SCDC04M 4 SCBH04F SCIL04F SCLS0AM
SCDC05M 5 SCBH05F SCIL05F SCLS0AM
SCDC06M 6 SCBH06F SCIL06F SCLS0BM
SCDC08M 8 SCBH08F SCIL08F SCLS0BM
SCDC10M 10 SCBH10F SCIL10F SCLS0BM
SCDC12M 12 SCBH12F SCIL12F SCLS0CM
SCDC16M 16 SCBH16F SCIL16F SCLS0CM

Standard Circular_Dummy_Male_Contact 2,3,4,5,6,8,10,12,16

Contact Bulkhead Inline Locking sleeve

Female
Order No.
SCDC02F 2 SCBH02M SCIL02M SCLS0AF
SCDC03F 3 SCBH03M SCIL03M SCLS0AF
SCDC04F 4 SCBH04M SCIL04M SCLS0AF
SCDC05F 5 SCBH05M SCIL05M SCLS0AF
SCDC06F 6 SCBH06M SCIL06M SCLS0BF
SCDC08F 8 SCBH08M SCIL08M SCLS0BF
SCDC10F 10 SCBH10M SCIL10M SCLS0BF
SCDC12F 12 SCBH12M SCIL12M SCLS0CF
SCDC16F 16 SCBH16M SCIL16M SCLS0CF

Bulkhead Inline

Standard Circular_Dummy_Female_Contact 2,3,4,5,6,8,10,12,16

Contact Locking Sleeve

**All product descriptions and specifications are subject to be changed without notice

Connector body Chloroprene rubber
Contact  Gold plated brass

Contact 2,3,4,6: stainless steel 316
Contact 1,5,8,10,12,16: N/A

Material Specification

Location pin

Male
Order No.
SCDC01M 1 SCIL01F SCOM01F SCLS0MM

Standard Circular_Dummy_Male_Contact 1

Contact Inline OM Locking Sleeve

Female
Order No.
SCDC01F 1 SCIL01M SCOM01M SCLS0MF

Standard Circular_Dummy_Female_Contact 1

Contact Inline OM Locking Sleeve
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*Dimensions in mm, Thread in inches

Contact 2, 3, 4, 5

Standard Circular_Dummy
Contact 1

 
Contact 6, 8, 10

Contact 12, 16
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 Micro Circular

G2 Bulkhead
G2 Inline
G2 Dummy
Bulkhead
Inline
Overmold
Bulkhead Right Angle
PBOF
Double Oring
Dummy
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Micro Circular G2_Bulkhead
Contact 2, 3, 4

**All product descriptions and specifications are subject to be changed without notice

Connector body Chloroprene rubber

Bulkhead body
Brass(BR), stainless steel 316(SS), anodized

aluminum(AL), titanium(TI) or PEEK(PE)
Contact Gold plated brass
Socket Gold plated Beryllium copper

Location pin Stainless steel 316
Bulkhead leads AWG 20 PTFE, 30cm

O - rings NBR 2-014

Material Specification

Max. voltage 300 V DC
Current rating @contact 5A

Max. current @connector 20A
Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar (300 bar for PEEK)
Temperature rating -40 to 60˚C

Operation Specification

*Dimensions in mm, Thread in inches

Male
Order No.

MCG2BH02M 2 MCG2IL02F MCG2DC02F N/A
MCG2BH03M 3 MCG2IL03F MCG2DC03F N/A
MCG2BH04M 4 MCG2IL04F MCG2DC04F N/A

Micro Circular G2_Bulkhead_Male_Contact 2,3,4

Contact Inline Dummy Locking Sleeve

Female
Order No.

MCG2BH02F 2 MCG2IL02M MCG2DC02M N/A
MCG2BH03F 3 MCG2IL03M MCG2DC03M N/A
MCG2BH04F 4 MCG2IL04M MCG2DC04M N/A

Micro Circular G2_Bulkhead_Female_Contact 2,3,4

Contact Inline Dummy Locking Sleeve

G2 connectors share the same contacts dimension of MC 5, 6, 8.

Face View (Male)
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15

.5
 

 19 

7/16" - T20 UNF Hex Flats 3/4''

M
C

LP
M

C
PB

SC
LP

H
P

CX
5

ET
RA

 R
G

 R
K

IE
08

M
S5

5
M

S(
W

ET
)

AC
CE

SS
O

RI
ES

PN
TC

EO
M

ET
(D

RY
)

https://www.dwtekmarine.com/


V.10281973

Your Trusted, Innovative, Practical Partner 

V.10281973

www.dwtekmarine.com
info@dwtek.com.tw

37 38

Micro Circular G2_Inline
Contact 2, 3, 4

**All product descriptions and specifications are subject to be changed without notice

Max. voltage 300 V DC
Current rating @contact 5A

Max. current @connector 20A
Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating -40 to 60˚C

Operation Specification

Connector body Chloroprene rubber
Contact Gold plated brass
Socket Gold plated Beryllium copper

Location pin Stainless steel 316
Inline cable AWG 18 Neoprene, 60cm

Material Specification

*Dimensions in mm, Thread in inches

Male
Order No.

MCG2IL02M 2 MCG2BH02F MCG2DC02F MCLS00F
MCG2IL03M 3 MCG2BH03F MCG2DC03F MCLS00F
MCG2IL04M 4 MCG2BH04F MCG2DC04F MCLS00F

Micro Circular G2_Inline_Male_Contact 2,3,4

Contact Bulkhead Dummy Locking Sleeve

Female
Order No.

MCG2IL02F 2 MCG2BH02M MCG2DC02M MCLS00F
MCG2IL03F 3 MCG2BH03M MCG2DC03M MCLS00F
MCG2IL04F 4 MCG2BH04M MCG2DC04M MCLS00F

Micro Circular G2_Inline_Female_Contact 2,3,4

Contact Bulkhead Dummy Locking Sleeve

G2 connectors share the same contacts dimension of MC 5, 6, 8.

Face View (Male)
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Connector body Chloroprene rubber
Contact  Gold plated brass

Location pin  Stainless steel 316

Material Specification

Micro Circular G2_Dummy
Contact 2, 3, 4

**All product descriptions and specifications are subject to be changed without notice

*Dimensions in mm, Thread in inches

Male
Order No.

MCG2DC02M 2 MCG2BH02F MCG2IL02F MCLS00F
MCG2DC03M 3 MCG2BH03F MCG2IL03F MCLS00F
MCG2DC04M 4 MCG2BH04F MCG2IL04F MCLS00F

Inline Locking Sleeve

Micro Circular G2_Dummy_Male_Contact 2,3,4

Contact Bulkhead

Female
Order No.

MCG2DC02F 2 MCG2BH02M MCG2IL02M MCLS00F
MCG2DC03F 3 MCG2BH03M MCG2IL03M MCLS00F
MCG2DC04F 4 MCG2BH04M MCG2IL04M MCLS00F

Inline Locking Sleeve

Micro Circular G2_Dummy_Female_Contact 2,3,4

Contact Bulkhead

G2 connectors share the same contacts dimension of MC 5, 6, 8.
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Face View (Male)

*Dimensions in mm, Thread in inches

Micro Circular_Bulkhead
Contact 2,3,4,5,6,8

**All product descriptions and specifications are subject to be changed without notice

Max. voltage 300 V DC
Contact 2,3,4: 10A
Contact 5,6,8: 5A

Max. current @connector 20A
Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar (300 bar for PEEK)
Temperature rating -40 to 60˚C

Current rating @contact

Operation Specification

Connector body Chloroprene rubber

Bulkhead body
Brass(BR), stainless steel 316(SS), anodized aluminum(AL),

titanium(TI) or PEEk(PE)

Contact Gold plated brass
Socket Gold plated Beryllium copper

Contact 2,3,4: Stainless steel 316
Contact 5,6,8: N/A

Contact 2,3,4: AWG 18 PTFE, 30cm
(AWG 20 PTFE optional)

Contact 5,6,8: AWG 20 PTFE, 30cm
(AWG 22 PTFE optional)

O - rings NBR 2-014

Material Specification

Bulkhead leads

Location pin

Male
Order No.
MCBH02M 2 MCIL02F MCDC02F N/A
MCBH03M 3 MCIL03F MCDC03F N/A
MCBH04M 4 MCIL04F MCDC04F N/A
MCBH05M 5 MCIL05F MCDC05F N/A
MCBH06M 6 MCIL06F MCDC06F N/A
MCBH08M 8 MCIL08F MCDC08F N/A

Micro Circular_Bulkhead_Male_Contact 2,3,4,5,6,8

Contact Inline Dummy Locking Sleeve

Female
Order No.
MCBH02F 2 MCIL02M MCDC02M N/A
MCBH03F 3 MCIL03M MCDC03M N/A
MCBH04F 4 MCIL04M MCDC04M N/A
MCBH05F 5 MCIL05M MCDC05M N/A
MCBH06F 6 MCIL06M MCDC06M N/A
MCBH08F 8 MCIL08M MCDC08M N/A

Locking SleeveInline Dummy

Micro Circular_Bulkhead_Female_Contact 2,3,4,5,6,8

Contact
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Hex Flats 3/4"7/16" - T20 UNF
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Micro Circular_Bulkhead
Contact 10, 12, 16

Face View (Male)

*Dimensions in mm, Thread in inches

8

7

Male
Order No.
MCBH10M 10 MCIL10F MCDC10F SCLS0AM
MCBH12M 12 MCIL12F MCDC12F SCLS0AM
MCBH16M 16 MCIL16F MCDC16F SCLS0AM

Micro Circular_Bulkhead_Male_Contact 10,12,16

Contact Inline Dummy Locking Sleeve

Female
Order No.
MCBH10F 10 MCIL10M MCDC10M SCLS0AF
MCBH12F 12 MCIL12M MCDC12M SCLS0AF
MCBH16F 16 MCIL16M MCDC16M SCLS0AF

Contact Inline Dummy Locking Sleeve

Micro Circular_Bulkhead_Female_Contact 10,12,16

**All product descriptions and specifications are subject to be changed without notice

Max. voltage 300 V DC
Current rating @contact 5A

Max. current @connector 30A
Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar (300 bar for PEEK)
Temperature rating -40 to 60˚C

Operation Specification

Connector body Chloroprene rubber

Bulkhead body
Brass(BR), stainless steel 316(SS), anodized aluminum(AL),

titanium(TI) or PEEk(PE)

Contact Gold plated brass
Socket Gold plated Beryllium copper

Bulkhead leads Contact 10,12,16: AWG 20 PTFE, 30cm
O - rings NBR 2-015

Material Specification

 

 19.2  40.5 

 

25
.4
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Face View (Male)

*Dimensions in mm, Thread in inches

Micro Circular_Inline 
Contact 2, 3, 4, 5, 6, 8

Max. voltage 300 V DC
Current rating @contact 5A

Max. current @connector  20A
Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating -40 to 60˚C

Operation Specification

Connector body Chloroprene rubber
Contact Gold plated brass
Socket Gold plated Beryllium copper

contact 2,3,4: Stainless steel 316
contact 5,6,8: N/A

contact 2, 3, 4: AWG 18 Neoprene, 60cm
contact 5, 6, 8: AWG 20 Neoprene, 60cm

Material Specification

Inline cable

Location pin

**All product descriptions and specifications are subject to be changed without notice

Male
Order No.
MCIL02M 2 MCBH02F MCDC02F MCLS00F
MCIL03M 3 MCBH03F MCDC03F MCLS00F
MCIL04M 4 MCBH04F MCDC04F MCLS00F
MCIL05M 5 MCBH05F MCDC05F MCLS00F
MCIL06M 6 MCBH06F MCDC06F MCLS00F
MCIL08M 8 MCBH08F MCDC08F MCLS00F

Micro Circular_Inline_Male_Contact 2,3,4,5,6,8

Contact Bulkhead Dummy Locking Sleeve

Female
Order No.
MCIL02F 2 MCBH02M MCDC02M MCLS00F
MCIL03F 3 MCBH03M MCDC03M MCLS00F
MCIL04F 4 MCBH04M MCDC04M MCLS00F
MCIL05F 5 MCBH05M MCDC05M MCLS00F
MCIL06F 6 MCBH06M MCDC06M MCLS00F
MCIL08F 8 MCBH08M MCDC08M MCLS00F

Locking SleeveBulkhead Dummy

Micro Circular_Inline_Female_Contact 2,3,4,5,6,8

Contact
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Face View (Male)

*Dimensions in mm, Thread in inches

Male
Order No.

MCIL10MEA3 10 MCBH10FE MCDC10FERB SCLS0AMEPM
MCIL12MEA3 12 MCBH12FE MCDC12FERB SCLS0AMEPM
MCIL16MEA3 16 MCBH16FE MCDC16FERB SCLS0AMEPM

Micro Circular_Inline_Male_Contact 10,12,16

Contact Bulkhead Dummy Locking sleeve
Male

Order No.
MCIL10MEA3 10 MCBH10FE MCDC10FERB SCLS0AMEPM
MCIL12MEA3 12 MCBH12FE MCDC12FERB SCLS0AMEPM
MCIL16MEA3 16 MCBH16FE MCDC16FERB SCLS0AMEPM

Micro Circular_Inline_Male_Contact 10,12,16

Contact Bulkhead Dummy Locking sleeve

Micro Circular_Inline 
Contact 10, 12, 16

8

7

Male
Order No.
MCIL10M 10 MCBH10F MCDC10F SCLS0AM
MCIL12M 12 MCBH12F MCDC12F SCLS0AM
MCIL16M 16 MCBH16F MCDC16F SCLS0AM

Micro Circular_Inline_Male_Contact 10,12,16

Contact Bulkhead Dummy Locking Sleeve

Female
Order No.
MCIL10F 10 MCBH10M MCDC10M SCLS0AF
MCIL12F 12 MCBH12M MCDC12M SCLS0AF
MCIL16F 16 MCBH16M MCDC16M SCLS0AF

Contact Bulkhead Dummy Locking Sleeve

Micro Circular_Inline_Female_Contact 10,12,16

Max. voltage 300 V DC
Current rating @contact 5A

Max. current @connector 30A
Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating -40 to 60˚C

Operation Specification

Connector body Chloroprene rubber
Contact Gold plated brass
Socket Gold plated Beryllium copper

Inline cable AWG 18 Neoprene, 60cm

Material Specification

**All product descriptions and specifications are subject to be changed without notice
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Face View (Male)

*Dimensions in mm, Thread in inches

Micro Circular_Overmold 
Contact 2, 3, 4, 5, 6, 8

 19 

15
.5 

15
.5

  

25

Max. voltage 300 V DC
Contact 2,3,4: 10A
Contact 5,6,8: 5A

Max. current @connector 20A
Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating -40 to 60˚C

Operation Specification

Current rating @contact

Connector body Chloroprene rubber
Contact Gold plated brass
Socket Gold plated Beryllium copper

Contact 2,3,4: Stainless steel 316
Contact 5,6,8: N/A

Contact 2,3,4: AWG 18 PTFE, 10cm
Contact 5,6,8: AWG 20 PTFE, 10cm

Material Specification

OM leads

Location pin

**All product descriptions and specifications are subject to be changed without notice

Male
Order No.

MCOM02M 2 MCBH02F MCDC02F MCLS00F
MCOM03M 3 MCBH03F MCDC03F MCLS00F
MCOM04M 4 MCBH04F MCDC04F MCLS00F
MCOM05M 5 MCBH05F MCDC05F MCLS00F
MCOM06M 6 MCBH06F MCDC06F MCLS00F
MCOM08M 8 MCBH08F MCDC08F MCLS00F

Micro Circular_Overmold_Male_Contact 2,3,4,5,6,8

Contact Bulkhead Dummy Locking Sleeve

Female
Order No.
MCOM02F 2 MCBH02M MCDC02M MCLS00F
MCOM03F 3 MCBH03M MCDC03M MCLS00F
MCOM04F 4 MCBH04M MCDC04M MCLS00F
MCOM05F 5 MCBH05M MCDC05M MCLS00F
MCOM06F 6 MCBH06M MCDC06M MCLS00F
MCOM08F 8 MCBH08M MCDC08M MCLS00F

Micro Circular_Overmold_Female_Contact 2,3,4,5,6,8

Contact Locking SleeveBulkhead Dummy
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*Dimensions in mm, Thread in inches

Face View (Male)

Micro Circular_Overmold 
Contact 10, 12, 16

 19 

25
.412

16

25
.412

 19 16

8

7

Male
Order No.

MCOM10M 10 MCBH10F MCDC10F SCLS0AM
MCOM12M 12 MCBH12F MCDC12F SCLS0AM
MCOM16M 16 MCBH16F MCDC16F SCLS0AM

Micro Circular_Overmold_Male_Contact 10,12,16

Contact Bulkhead Dummy Locking Sleeve

Female
Order No.
MCOM10F 10 MCBH10M MCDC10M SCLS0AF
MCOM12F 12 MCBH12M MCDC12M SCLS0AF
MCOM16F 16 MCBH16M MCDC16M SCLS0AF

Contact Bulkhead Dummy Locking Sleeve

Micro Circular_Overmold_Female_Contact 10,12,16

Max. voltage 300 V DC
Current rating @contact 5A

Max. current @connector 30A
Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating -40 to 60˚C

Operation Specification

Connector body Chloroprene rubber
OM body Contact 10,12,16: Brass(BR)
Contact Gold plated brass
Socket Gold plated Beryllium copper

OM leads  AWG 20 PTFE, 10cm

Material Specification

**All product descriptions and specifications are subject to be changed without notice
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Micro Circular_Bulkhead Right Angle 
Contact 2, 3, 4, 5, 6, 8

Max. voltage 300 V DC
Contact 2,3,4: 10A
Contact 5,6,8: 5A

Max. current @connector 20A
Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating -40 to 60˚C

Operation Specification

Current rating @contact

Connector body Chloroprene rubber

Bulkhead body
Brass(BR), stainless steel 316(SS), anodized

aluminum(AL), titanium(TI)
Contact Gold plated brass
Socket Gold plated Beryllium copper

Contact 2,3,4: Stainless steel 316
Contact 5,6,8: N/A

Contact 2,3,4: AWG 18 PTFE, 30cm
(AWG 20 PTFE optional)

Contact 5,6,8: AWG 20 PTFE, 30cm
(AWG 22 PTFE optional)

O - rings NBR 2-014

Bulkhead leads

Material Specification

Location pin

**All product descriptions and specifications are subject to be changed without notice Face View (Male)

*Dimensions in mm, Thread in inches

Male
Order No.
MCBA02M 2 MCIL02F MCDC02F N/A
MCBA03M 3 MCIL03F MCDC03F N/A
MCBA04M 4 MCIL04F MCDC04F N/A
MCBA05M 5 MCIL05F MCDC05F N/A
MCBA06M 6 MCIL06F MCDC06F N/A
MCBA08M 8 MCIL08F MCDC08F N/A

Micro Circular_Bulkhead Right Angle_Male_Contact 2,3,4,5,6,8

Contact Inline Dummy Locking Sleeve

Female
Order No.
MCBA02F 2 MCIL02M MCDC02M N/A
MCBA03F 3 MCIL03M MCDC03M N/A
MCBA04F 4 MCIL04M MCDC04M N/A
MCBA05F 5 MCIL05M MCDC05M N/A
MCBA06F 6 MCIL06M MCDC06M N/A
MCBA08F 8 MCIL08M MCDC08M N/A

Inline Dummy

Micro Circular_Bulkhead Right Angle_Female_Contact 2,3,4,5,6,8

Contact Locking Sleeve
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Micro Circular_PBOF
Contact 2, 3, 4, 5, 6, 8

**All product descriptions and specifications are subject to be changed without notice

*Dimensions in mm, Thread in inches

 Male
Order No.
MCPO02M 2 MCBH02F MCDC02F MCLS00F
MCPO03M 3 MCBH03F MCDC03F MCLS00F
MCPO04M 4 MCBH04F MCDC04F MCLS00F
MCPO05M 5 MCBH05F MCDC05F MCLS00F
MCPO06M 6 MCBH06F MCDC06F MCLS00F
MCPO08M 8 MCBH08F MCDC08F MCLS00F

Micro Circular_PBOF_Male_Contact 2,3,4,5,6,8

Contact Bulkhead Dummy Locking Sleeve

Female
Order No.
MCPO02F 2 MCBH02M MCDC02M MCLS00F
MCPO03F 3 MCBH03M MCDC03M MCLS00F
MCPO04F 4 MCBH04M MCDC04M MCLS00F
MCPO05F 5 MCBH05M MCDC05M MCLS00F
MCPO06F 6 MCBH06M MCDC06M MCLS00F
MCPO08F 8 MCBH08M MCDC08M MCLS00F

Micro Circular_PBOF_Female_Contact 2,3,4,5,6,8

Contact Bulkhead Dummy Locking Sleeve

Max. voltage 300 V DC
Contact 2,3,4: 10A
Contact 5,6,8: 5A

Max. current @connector 20A
Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating -40 to 60˚C

Operation Specification

Current rating @contact

Connector body Chloroprene rubber
PBOF body stainless steel 316(SS)

Contact Gold plated brass
Socket Gold plated Beryllium copper

Contact 2,3,4: Stainless steel 316
Contact 5,6,8: N/A

Contact 2,3,4: AWG 18 PTFE, 30cm
Contact 5,6,8: AWG 20 PTFE, 30cm

Material Specification

Location pin

PBOF leads

Face View (Male)
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Micro Circular_Bulkhead Double Oring
Contact 2, 3, 4, 5, 6, 8

**All product descriptions and specifications are subject to be changed without notice

Connector body Chloroprene rubber
Bulkhead body Brass(BR), Stainless Steel 316(SS)

Contact Gold plated brass
Socket Gold plated Beryllium copper

Contact 2,3,4: Stainless steel 316
Contact 5, 6,8: N/A

Contact 2,3,4: AWG 18 PTFE, 30cm
Contact 5,6,8: AWG 20 PTFE, 30cm

O - rings NBR 2-014, NBR 2-012

Material Specification

Bulkhead leads

Location pin

Max. voltage 300 V DC
Contact 2,3,4: 10A
Contact 5,6,8: 5A

Max. current @connector 20A
Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating -40 to 60˚C

Operation Specification

Current rating @contact

*Dimensions in mm, Thread in inches

Male
Order No.
MCBD02M 2 MCIL02F MCDC02F N/A
MCBD03M 3 MCIL03F MCDC03F N/A
MCBD04M 4 MCIL04F MCDC04F N/A
MCBD05M 5 MCIL05F MCDC05F N/A
MCBD06M 6 MCIL06F MCDC06F N/A
MCBD08M 8 MCIL08F MCDC08F N/A

Micro Circular_Bulkhead Double Oring_Male_Contact 2,3,4,5,6,8

Contact Inline Dummy Locking Sleeve

Female
Order No.
MCBD02F 2 MCIL02M MCDC02M N/A
MCBD03F 3 MCIL03M MCDC03M N/A
MCBD04F 4 MCIL04M MCDC04M N/A
MCBD05F 5 MCIL05M MCDC05M N/A
MCBD06F 6 MCIL06M MCDC06M N/A
MCBD08F 8 MCIL08M MCDC08M N/A

Micro Circular_Bulkhead Double Oring_Female_Contact 2,3,4,5,6,8

Contact Inline Dummy Locking Sleeve

Face View (Male)
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Micro Circular_Dummy
Contact 2, 3, 4, 5, 6, 8, 10, 12, 16

**All product descriptions and specifications are subject to be changed without notice

Connector body Chloroprene rubber
Contact  Gold plated brass

Contact 2,3,4: Stainless steel 316
Contact 5, 6,8,10,12,16: N/A

Material Specification

Location pin

Male
Order No.
MCDC02M 2 MCBH02F MCIL02F MCLS00F
MCDC03M 3 MCBH03F MCIL03F MCLS00F
MCDC04M 4 MCBH04F MCIL04F MCLS00F
MCDC05M 5 MCBH05F MCIL05F MCLS00F
MCDC06M 6 MCBH06F MCIL06F MCLS00F
MCDC08M 8 MCBH08F MCIL08F MCLS00F
MCDC10M 10 MCBH10F MCIL10F SCLS0AM
MCDC12M 12 MCBH12F MCIL12F SCLS0AM
MCDC16M 16 MCBH16F MCIL16F SCLS0AM

Micro Circular_Dummy_Male_Contact 2,3,4,5,6,8,10,12,16

Contact Bulkhead Inline Locking Sleeve

Female
Order No.
MCDC02F 2 MCBH02M MCIL02M MCLS00F
MCDC03F 3 MCBH03M MCIL03M MCLS00F
MCDC04F 4 MCBH04M MCIL04M MCLS00F
MCDC05F 5 MCBH05M MCIL05M MCLS00F
MCDC06F 6 MCBH06M MCIL06M MCLS00F
MCDC08F 8 MCBH08M MCIL08M MCLS00F
MCDC10F 10 MCBH10M MCIL10M SCLS0AF
MCDC12F 12 MCBH12M MCIL12M SCLS0AF
MCDC16F 16 MCBH16M MCIL16M SCLS0AF

Contact Bulkhead Inline Locking Sleeve

Micro Circular_Dummy_Female_Contact 2,3,4,5,6,8,10,12,16
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*Dimensions in mm, Thread in inches

Contact 5, 6, 8

Contact 10, 12, 16
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Micro Circular_Dummy
Contact 2, 3, 4
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Low Profile_Bulkhead
Contact 2

Male
Order No.
LPBH02M 2 LPIL02F LPDC02FRB LPST0AN

Low Profile_Bulkhead_Male_Contact 2

Contact Inline Dummy Strap

Female
Order No.
LPBH02F 2 LPIL02M LPDC02MRB LPST0AN

Inline Dummy

Low Profile_Bulkhead_Female_Contact 2

Contact Strap

*Dimensions in mm, Thread in inches

Face View (Male)

**All product descriptions and specifications are subject to be changed without notice

Max. voltage 600 V DC
Current rating @contact 10A

Max. current @connector 20A
Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar (300 bar for PEEK)
Temperature rating -40 to 60˚C

Operation Specification

Connector body Chloroprene rubber

Bulkhead body
Brass(BR), stainless steel 316(SS), anodized

aluminum(AL), titanium(TI) or PEEK(PE)
Contact Gold plate brass
Socket Gold plate Beryllium copper

Location pin Stainless steel 316
Bulkhead leads AWG 18 PTFE, 30cm

O - rings NBR 2-014

Material Specification
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Low Profile_Bulkhead
Contact 3, 4, 5

Male
Order No.
LPBH03M 3 LPIL03F LPDC03FRB LPST0AN
LPBH04M 4 LPIL04F LPDC04FRB LPST0AN
LPBH05M 5 LPIL05F LPDC05FRB LPST0AN

Low Profile_Bulkhead_Male_Contact 3,4,5

Contact Inline Dummy Strap

Female
Order No.
LPBH03F 3 LPIL03M LPDC03MRB LPST0AN
LPBH04F 4 LPIL04M LPDC04MRB LPST0AN
LPBH05F 5 LPIL05M LPDC05MRB LPST0AN

Low Profile_Bulkhead_Female_Contact 3,4,5

Contact Inline Dummy Strap

*Dimensions in mm, Thread in inches

Face View (Male)

2 3

**All product descriptions and specifications are subject to be changed without notice

Max. voltage 600 V DC
Current rating @contact 10A

Contact 3: 30A
Contact 4,5: 40A

Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar (300 bar for PEEK)
Temperature rating -40 to 60˚C

Operation Specification

Current rating @contact

Connector body Chloroprene rubber

Bulkhead body
Brass(BR), stainless steel 316(SS), anodized

aluminum(AL), titanium(TI) or PEEK(PE)
Contact Gold plate brass
Socket Gold plate Beryllium copper

Bulkhead leads AWG 18 PTFE, 30cm
O - rings NBR 2-014

Material Specification
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Low Profile_Bulkhead
Contact 7

Male
Order No.
LPBH07M 7 LPIL07F LPDC07F LPST0BN

Dummy Strap

Low Profile_Bulkhead_Male_Contact 7

InlineContact

Female
Order No.
LPBH07F 7 LPIL07M LPDC07M LPST0BN

Contact Inline Dummy Strap

Low Profile_Bulkhead_Female_Contact 7

*Dimensions in mm, Thread in inches

Face View (Male)

**All product descriptions and specifications are subject to be changed without notice

Max. voltage 600 V DC
Current rating @contact 10A

Max. current @connector 40A
Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar (300 bar for PEEK)
Temperature rating -40 to 60˚C

Operation Specification

Connector body Chloroprene rubber

Bulkhead body
Brass(BR), stainless steel 316(SS), anodized

aluminum(AL), titanium(TI) or PEEK(PE)
Contact Gold plate brass
Socket Gold plate Beryllium copper

Bulkhead leads AWG 18 PTFE, 30cm
O - rings NBR 2-014

Material Specification
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Low Profile_Bulkhead
Contact 9

Male
Order No.
LPBH09M 9 LPIL09F LPDC09F LPST0BN

Low Profile_Bulkhead_Male_Contact 9

Contact StrapInline Dummy

Female
Order No.
LPBH09F 9 LPIL09M LPDC09M LPST0BN

Low Profile_Bulkhead_Female_Contact 9

Contact Inline Dummy Strap

*Dimensions in mm, Thread in inches

Face View (Male)

**All product descriptions and specifications are subject to be changed without notice

Max. voltage 600 V DC
Current rating @contact 10A

Max. current @connector 40A
Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar (300 bar for PEEK)
Temperature rating -40 to 60˚C

Operation Specification

Connector body Chloroprene rubber

Bulkhead body
Brass(BR), stainless steel 316(SS), anodized

aluminum(AL), titanium(TI) or PEEK(PE)
Contact Gold plate brass
Socket Gold plate Beryllium copper

Bulkhead leads AWG 18 PTFE, 30cm
O - rings NBR 2-014

Material Specification
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Low Profile_Bulkhead
Contact 12

Male
Order No.
LPBH12M 12 LPIL12F LPDC12F LPST0BN

Low Profile_Bulkhead_Male_Contact 12

Contact Inline Dummy Strap

Female
Order No.
LPBH12F 12 LPIL12M LPDC12M LPST0BN

Dummy Strap

Low Profile_Bulkhead_Female_Contact 12

Contact Inline

Face View (Male)

*Dimensions in mm, Thread in inches

**All product descriptions and specifications are subject to be changed without notice

Max. voltage 600 V DC
Current rating @contact 10A

Max. current @connector 40A
Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar (300 bar for PEEK)
Temperature rating -40 to 60˚C

Operation Specification

Connector body Chloroprene rubber

Bulkhead body
Brass(BR), stainless steel 316(SS), anodized

aluminum(AL), titanium(TI) or PEEK(PE)
Contact Gold plate brass
Socket Gold plate Beryllium copper

Bulkhead leads AWG 20 PTFE, 30cm
O - rings NBR 2-014

Material Specification
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**All product descriptions and specifications are subject to be changed without notice

Low Profile_Inline
Contact 2

*Dimensions in mm, Thread in inches

Face View (Male)

Max. voltage 600 V DC
Current rating @contact 10A

Max. current @connector 20A
Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating -40 to 60˚C

Operation Specification

Connector body Chloroprene rubber
Contact Gold plate brass
Socket Gold plate Beryllium copper

Location pin Stainless steel 316
Inline cable AWG 16 PTFE, 60cm

Material Specification

Male
Order No.
LPIL02M 2 LPBH02F LPDC02F LPST0AN

Low Profile_Inline_Male_Contact 2

Contact Bulkhead Dummy Strap

Female
Order No.

LPIL02F 2 LPBH02M LPDC02M LPST0AN

Bulkhead Dummy

Low Profile_Inline_Female_Contact 2

Contact Strap
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Low Profile_Inline
Contact 3, 4, 5

Face View (Male)

*Dimensions in mm, Thread in inches

2 3

Male
Order No.
LPIL03M 3 LPBH03F LPDC03F LPST0AN
LPIL04M 4 LPBH04F LPDC04F LPST0AN
LPIL05M 5 LPBH05F LPDC05F LPST0AN

Low Profile_Inline_Male_Contact 3,4,5

Contact Bulkhead Dummy Strap

Female
Order No.

LPIL03F 3 LPBH03M LPDC03M LPST0AN
LPIL04F 4 LPBH04M LPDC04M LPST0AN
LPIL05F 5 LPBH05M LPDC05M LPST0AN

Low Profile_Inline_Female_Contact 3,4,5

Contact Bulkhead Dummy Strap

**All product descriptions and specifications are subject to be changed without notice

Max. voltage 600 V DC
Current rating @contact 10A

Contact 3: 30A
Contact 4,5: 40A

Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating -40 to 60˚C

Operation Specification

Max. current @connector

Connector body Chloroprene rubber
Contact Gold plate brass
Socket Gold plate Beryllium copper

Contact 3,4: AWG 16 Neoprene, 60cm
Contact 5: AWG 18 Neoprene, 60cm

Inline cable

Material Specification
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Low Profile_Inline
Contact 7

Face View (Male)

*Dimensions in mm, Thread in inches

Male
Order No.
LPIL07M 7 LPBH07F LPDC07F LPST0BN

Dummy Strap

Low Profile_Inline_Male_Contact 7

BulkheadContact

Female
Order No.

LPIL07F 7 LPBH07M LPDC07M LPST0BN

Contact Bulkhead Dummy Strap

Low Profile_Inline_Female_Contact 7

**All product descriptions and specifications are subject to be changed without notice

Max. voltage 600 V DC
Current rating @contact 10A

Max. current @connector 40A
Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating -40 to 60˚C

Operation Specification

Connector body Chloroprene rubber
Contact Gold plate brass
Socket Gold plate Beryllium copper

Inline cable AWG 16 Neoprene, 60cm

Material Specification

 25 

 1
9 

 43 

 25 

 1
9 

 55.5 

M
C

LP
M

C
PB

SC
LP

H
P

CX
5

ET
RA

 R
G

 R
K

IE
08

M
S5

5
M

S(
W

ET
)

AC
CE

SS
O

RI
ES

PN
TC

EO
M

ET
(D

RY
)

https://www.dwtekmarine.com/


V.10281973

Your Trusted, Innovative, Practical Partner 

V.10281973

www.dwtekmarine.com
info@dwtek.com.tw

81 82

Low Profile_Inline
Contact 9

*Dimensions in mm, Thread in inches

Face View (Male)

Male
Order No.
LPIL09M 9 LPBH09F LPDC09F LPST0BN

Low Profile_Inline_Male_Contact 9

Contact StrapBulkhead Dummy

Female
Order No.

LPIL09F 9 LPBH09M LPDC09M LPST0BN

Low Profile_Inline_Female_Contact 9

Contact Bulkhead Dummy Strap

**All product descriptions and specifications are subject to be changed without notice

Max. voltage 600 V DC
Current rating @contact 10A

Max. current @connector 40A
Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating -40 to 60˚C

Operation Specification

Connector body Chloroprene rubber
Contact Gold plate brass
Socket Gold plate Beryllium copper

Inline cable AWG 16 Neoprene, 60cm

Material Specification
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Low Profile_Inline
Contact 12

*Dimensions in mm, Thread in inches

Face View (Male)

Male
Order No.
LPIL12M 12 LPBH12F LPDC12F LPST0BN

Contact Bulkhead Dummy Strap

Low Profile_Inline_Male_Contact 12

Female
Order No.

LPIL12F 12 LPBH12M LPDC12M LPST0BN

Dummy Strap

Low Profile_Inline_Female_Contact 12

Contact Bulkhead

**All product descriptions and specifications are subject to be changed without notice

Max. voltage 600 V DC
Current rating @contact 5A

Max. current @connector 40A
Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating -40 to 60˚C

Operation Specification

Connector body Chloroprene rubber
Contact Gold plate brass
Socket Gold plate Beryllium copper

Inline cable AWG 18 Neoprene, 60cm

Material Specification
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Low Profile_Inline RA
Contact 3, 4, 5

Male
Order No.
LPIA03M 3 LPBH03F LPDC03F LPST0AN
LPIA04M 4 LPBH04F LPDC04F LPST0AN
LPIA05M 5 LPBH05F LPDC05F LPST0AN

Low Profile_Inline RA_Male_Contact 3,4,5

Contact Bulkhead Dummy Strap

Female
Order No.
LPIA03F 3 LPBH03M LPDC03M LPST0AN
LPIA04F 4 LPBH04M LPDC04M LPST0AN
LPIA05F 5 LPBH05M LPDC05M LPST0AN

Low Profile_Inline RA_Female_Contact 3,4,5

Contact Bulkhead Dummy Strap

*Dimensions in mm, Thread in inches

Face View (Male)
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**All product descriptions and specifications are subject to be changed without notice

Max. voltage 600 V DC
Current rating @contact 10A

Contact 3: 30A
Contact 4,5: 40A

Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating -40 to 60˚C

Operation Specification

Max. current @connector

Connector body Chloroprene rubber
Contact Gold plated brass
Socket Gold plated Beryllium copper

Contact 3,4: AWG 16 Neoprene, 60 cm
Contact 5: AWG 18 Neoprene, 60 cm

Material Specification

Inline cable
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Low Profile_Dummy
Contact 2, 3, 4, 5, 7, 9, 12

**All product descriptions and specifications are subject to be changed without notice

Connector body Chloroprene rubber
Contact Gold plated brass

Location pin Stainless steel 316
Contact 2: Stainless steel 316

Contact 3,4,5,7,9,12: N/A

Material Specification

Location pin

Male
Order No.
LPDC02M 2 LPBH02F LPIL02F LPST0AN
LPDC03M 3 LPBH03F LPIL03F LPST0AN
LPDC04M 4 LPBH04F LPIL04F LPST0AN
LPDC05M 5 LPBH05F LPIL05F LPST0AN
LPDC07M 7 LPBH07F LPIL07F LPST0BN
LPDC09M 9 LPBH09F LPIL09F LPST0BN
LPDC12M 12 LPBH12F LPIL12F LPST0BN

Low Profile_Dummy_Male_Contact 2,3,4,5,6,7,9,12

Contact Inline StrapBulkhead

Female
Order No.
LPDC02F 2 LPBH02M LPIL02M LPST0AN
LPDC03F 3 LPBH03M LPIL03M LPST0AN
LPDC04F 4 LPBH04M LPIL04M LPST0AN
LPDC05F 5 LPBH05M LPIL05M LPST0AN
LPDC07F 7 LPBH07M LPIL07M LPST0BN
LPDC09F 9 LPBH09M LPIL09M LPST0BN
LPDC12F 12 LPBH12M LPIL12M LPST0BN

Low Profile_Dummy_Female_Contact 2,3,4,5,7,9,12

Contact Inline StrapBulkhead
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*Dimensions in mm, Thread in inches

Low Profile_Dummy
Contact 2 Contact 5

Contact 3, 4 Contact 7
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Contact 9
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 132  31.5 
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Contact 12
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86 7

10 11 129
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Plug the connectors

Pull the strap to bundle two connectors

Step 1

Step 2

Strap for Low Profile Series
Install Instructions
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**All product descriptions and specifications are subject to be changed without notice

Low Profile Micro_Bulkhead
Contact 2, 3, 4, 5, 6, 7, 8

*Dimensions in mm, Thread in inches

Face View (Male)

2

1

1 2 3

4 5 6

1
32

41

2

3 5
1 2

4

3 1 2 3
4

5 6 7

1 2
3

4

5 6 7
8

7

Max. voltage 300 V DC
Current rating @contact 5A

Max. current @connector 20A
Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar (300 bar for PEEK)
Temperature rating -40 to 60˚C

Operation Specification

Male
Order No.

LPMCBH02M 2 LPMCIL02F LPMCDC02F N/A
LPMCBH03M 3 LPMCIL03F LPMCDC03F N/A
LPMCBH04M 4 LPMCIL04F LPMCDC04F N/A
LPMCBH05M 5 LPMCIL05F LPMCDC05F N/A
LPMCBH06M 6 LPMCIL06F LPMCDC06F N/A
LPMCBH07M 7 LPMCIL07F LPMCDC07F N/A
LPMCBH08M 8 LPMCIL08F LPMCDC08F N/A

Low Profile Micro_Bulkhead_Male_Contact 2,3,4,5,6,7,8

Contact Inline Dummy Strap

Female
Order No.

LPMCBH02F 2 LPMCIL02M LPMCDC02M N/A
LPMCBH03F 3 LPMCIL03M LPMCDC03M N/A
LPMCBH04F 4 LPMCIL04M LPMCDC04M N/A
LPMCBH05F 5 LPMCIL05M LPMCDC05M N/A
LPMCBH06F 6 LPMCIL06M LPMCDC06M N/A
LPMCBH07F 7 LPMCIL07M LPMCDC07M N/A
LPMCBH08F 8 LPMCIL08M LPMCDC08M N/A

Inline Dummy

Low Profile Micro_Bulkhead_Female_Contact 2,3,4,5,6,7,8

Contact Strap

Connector body Chloroprene rubber

Bulkhead body
Brass(BR), stainless steel 316(SS), anodized

aluminum(AL), titanium(TI) or PEEK(PE)
Contact Gold plated brass
Socket Gold plated beryllium copper

Contact 2: Stainless steel 316
Contact 3,4,5,6,7,8: N/A

Bulkhead leads AWG 20 PTFE, 30cm
O - rings NBR 2-014

Material Specification

Location pin
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**All product descriptions and specifications are subject to be changed without notice

Low Profile Micro_Inline
Contact 2, 3, 4, 5, 6, 7, 8

Face View (Male)

*Dimensions in mm, Thread in inches

2

1

1 2 3

4
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4
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Max. voltage 300 V DC
Current rating @contact 5A

Max. current @connector 20A
Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating -40 to 60˚C

Operation Specification

Connector body Chloroprene Rubber
Contact Gold plated brass
Socket Gold plated beryllium copper

Contact 2: Stainless steel 316
Contact 3,4,5,6,7,8: N/A

Inline Cable AWG 20 EPDM, 60cm

Material Specification

Location pin

Male
Order No.

LPMCIL02M 2 LPMCBH02F LPMCDC02F N/A
LPMCIL03M 3 LPMCBH03F LPMCDC03F N/A
LPMCIL04M 4 LPMCBH04F LPMCDC04F N/A
LPMCIL05M 5 LPMCBH05F LPMCDC05F N/A
LPMCIL06M 6 LPMCBH06F LPMCDC06F N/A
LPMCIL07M 7 LPMCBH07F LPMCDC07F N/A
LPMCIL08M 8 LPMCBH08F LPMCDC08F N/A

Low Profile Micro_Inline_Memale_Contact 2,3,4,5,6,7,8

Contact Bulkhead Dummy Strap

Female
Order No.
LPMCIL02F 2 LPMCBH02M LPMCDC02M N/A
LPMCIL03F 3 LPMCBH03M LPMCDC03M N/A
LPMCIL04F 4 LPMCBH04M LPMCDC04M N/A
LPMCIL05F 5 LPMCBH05M LPMCDC05M N/A
LPMCIL06F 6 LPMCBH06M LPMCDC06M N/A
LPMCIL07F 7 LPMCBH07M LPMCDC07M N/A
LPMCIL08F 8 LPMCBH08M LPMCDC08M N/A

Low Profile Micro_Inline_Female_Contact 2,3,4,5,6,7,8

Contact StrapBulkhead Dummy
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**All product descriptions and specifications are subject to be changed without notice

Low Profile Micro_Overmold
Contact 2, 3, 4, 5, 6

Face View (Male)

*Dimensions in mm, Thread in inches

2

1

1 2 3

4 5 6

1
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41

2

3 5
1 2

4

3
3

Max. voltage 300 V DC
Current rating @contact 5A

Max. current @connector 20A
Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating -40 to 60˚C

Operation Specification

Connector body Chloroprene Rubber
Bulkhead body Brass(BR)

Contact Gold plated brass
Socket Gold plated beryllium copper

Contact 2: Stainless steel 316
Contact 3,4,5,6,7,8: N/A

OM leads AWG 20 PTFE, 10cm

Material Specification

Location pin

Male
Order No.

LPMCOM02M 2 LPMCBH02F LPMCDC02F N/A
LPMCOM03M 3 LPMCBH03F LPMCDC03F N/A
LPMCOM04M 4 LPMCBH04F LPMCDC04F N/A
LPMCOM05M 5 LPMCBH05F LPMCDC05F N/A
LPMCOM06M 6 LPMCBH06F LPMCDC06F N/A

Low Profile Micro_Overmold_Male_ Contact 2,3,4,5,6

Contact Bulkhead Dummy Strap

Male
Order No.

LPMCOM02F 2 LPMCBH02M LPMCDC02M N/A
LPMCOM03F 3 LPMCBH03M LPMCDC03M N/A
LPMCOM04F 4 LPMCBH04M LPMCDC04M N/A
LPMCOM05F 5 LPMCBH05M LPMCDC05M N/A
LPMCOM06F 6 LPMCBH06M LPMCDC06M N/A

Low Profile Micro_Overmold_Female_ Contact 2,3,4,5,6

Contact Bulkhead Dummy Strap
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Low Profile Micro_Dummy
Contact 2, 3, 4, 5, 6, 7, 8

**All product descriptions and specifications are subject to be changed without notice

Connector body Chloroprene Rubber
Contact 2: Stainless steel 316

Contact 3,4,5,6,7,8: N/A

Material Specification

Location pin

Male
Order No.

LPMCDC02M 2 LPMCBH02F LPMCIL02F N/A
LPMCDC03M 3 LPMCBH03F LPMCIL03F N/A
LPMCDC04M 4 LPMCBH04F LPMCIL04F N/A
LPMCDC05M 5 LPMCBH05F LPMCIL05F N/A
LPMCDC06M 6 LPMCBH06F LPMCIL06F N/A
LPMCDC07M 7 LPMCBH07F LPMCIL07F N/A
LPMCDC08M 8 LPMCBH08F LPMCIL08F N/A

Low Profile Micro_Dummy_Male_Contact 2,3,4,5,6,7,8

Contact Bulkhead StrapInline

Female
Order No.

LPMCDC02F 2 LPMCBH02M LPMCIL02M N/A
LPMCDC03F 3 LPMCBH03M LPMCIL03M N/A
LPMCDC04F 4 LPMCBH04M LPMCIL04M N/A
LPMCDC05F 5 LPMCBH05M LPMCIL05M N/A
LPMCDC06F 6 LPMCBH06M LPMCIL06M N/A
LPMCDC07F 7 LPMCBH07M LPMCIL07M N/A
LPMCDC08F 8 LPMCBH08M LPMCIL08M N/A

Low Profile Micro_Dummy_Female_Contact 2,3,4,5,7,8

StrapContact Bulkhead Inline

*Dimensions in mm, Thread in inches

Low Profile Micro_Dummy
Contact 2, 3, 4, 5, 6, 7, 8
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**All product descriptions and specifications are subject to be changed without notice

High Power_Bulkhead
Contact 4

Max. voltage 600 V DC
Current rating @contact 50A

Max. currnet @connector 200A
Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating -40 to 60°C

Operation Specification

Connector body Chloroprene rubber

Bulkhead body
Brass(BR), stainless steel 316(SS), anodized

aluminum(AL), titanium(TI)
Contact Gold plated brass
Socket Gold plated beryllium copper

Location pin Stainless steel 316
Bulkhead leads AWG 10 PTFE, 30cm

O - rings NBR 2-022

Material Specification

Face View (Male)

*Dimensions in mm, Thread in inches

 

Male
Order No.
HPBH04M 4 HPIL04F HPDC04F SCLS0CM

High Power_Bulkhead_Male_Contact 4

Contact Inline Dummy Locking Sleeve

Female
Order No.
HPBH04F 4 HPIL04M HPDC04M SCLS0CF

High Power_Bulkhead_Female_Contact 4

Contact Inline Dummy Locking Sleeve
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**All product descriptions and specifications are subject to be changed without notice

High Power_Inline
Contact 4

Max. voltage 600 V DC
Current rating @contact 50A

Max. currnet @ connector 200A
Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating -40 to 60°C

Operation Specification

Connector body Chloroprene rubber
Contact Gold plated brass
Socket Gold plated beryllium copper

Location pin Stainless steel 316
Inline cable AWG 8 Neoprene, 60cm

Material Specification

Face View (Male)

*Dimensions in mm, Thread in inches

 

Male
Order No.
HPIL04M 4 HPBH04F HPDC04F SCLS0AF

High Power Battery_Inline_Male_Contact 4

Contact Bulkhead Dummy Locking Sleeve

Female
Order No.
HPIL04F 4 HPBH04M HPDC04M SCLS0AM

High Power Battery_Inline_Female_Contact 4

Contact Bulkhead Dummy Locking Sleeve
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**All product descriptions and specifications are subject to be changed without notice

High Power_Dummy
Contact 4

Connector body Chloroprene rubber
Contact Gold plated brass

Location pin Stainless steel 316

Material Specification

*Dimensions in mm, Thread in inches

Male
Order No.
HPDC04M 4 HPBH04F HPIL04F SCLS0CM

High Power Battery_Dummy_Male_Contact 4

Contact Bulkhead Inline Locking Sleeve

Female
Order No.
HPDC04F 4 HPBH04M HPIL04M SCLS0CF

Contact Bulkhead Inline Locking Sleeve

High Power Battery_Dummy_Female_Contact 4
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**All product descriptions and specifications are subject to be changed without notice

Power Battery_Bulkhead
Contact 2, 3, 4

*Dimensions in mm, Thread in inches
Max. voltage 600 V DC

Current rating @contact 25A
Max. currnet @ contact 50A

Insulation resistance >200  Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar(300 bar for PEEK)
Temperature rating -40 to 60°C

Operation Specification

Male
Order No.
PBBH02M 2 PBIL02F PBDC02F SCLS0BM
PBBH03M 3 PBIL03F PBDC03F SCLS0BM
PBBH04M 4 PBIL04F PBDC04F SCLS0BM

Power Battery_Bulkhead_Male_ Contact 2,3,4

Contact Inline Locking SleeveDummy

Female
Order No.
PBBH02F 2 PBIL02M PBDC02M SCLS0BF
PBBH03F 3 PBIL03M PBDC03M SCLS0BF
PBBH04F 4 PBIL04M PBDC04M SCLS0BF

Contact Inline Dummy Locking Sleeve

Power Battery_Bulkhead_Female_Contact 2,3,4

Face View (Male)

2

1

3

4

2 1

2

Connector body Chloroprene rubber

Bulkhead body
Brass(BR), stainless steel 316(SS), anodized

aluminum(AL), titanium(TI) or PEEK(PE)
Contact Gold plated brass
Socket Gold plated beryllium copper

Location pin Stainless steel 316

Bulkhead leads
2,3 contacts AWG 10 PTFE, 30 cm
4 contacts AWG 12 PTFE, 30 cm

O - rings NBR 2-017

Material Specification
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Hex Flats 1''
5/8" x T18 UNF
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**All product descriptions and specifications are subject to be changed without notice

Power Battery_Inline
Contact 2, 3, 4

*Dimensions in mm, Thread in inches
Max. voltage 600 V DC

Current rating @contact 25A
Max. currnet @ contact 50A

Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating -40 to 60°C

Operation Specification

Connector body Chloroprene rubber
Contact Gold plated brass
Socket Gold plated beryllium copper

Location pin Stainless steel 316
Contact 2,3: AWG 10 Neoprene, 60cm
Contacct 4: AWG 12 Neoprene, 60cm

Material Specification

Inline Cable

Male
Order No.
PBIL02M 2 PBBH02F PBDC02F SCLS0BM
PBIL03M 3 PBBH03F PBDC03F SCLS0BM
PBIL04M 4 PBBH04F PBDC04F SCLS0BM

Power Battery_Inline_Male_Contact 2,3,4

Contact Bulkhead Dummy Locking Sleeve

Female
Order No.
PBIL02F 2 PBBH02M PBDC02M SCLS0BF
PBIL03F 3 PBBH03M PBDC03M SCLS0BF
PBIL04F 4 PBBH04M PBDC04M SCLS0BF

Power Battery_Inline_Female_Contact 2,3,4

Contact Bulkhead Dummy Locking Sleeve

Face View (Male)
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**All product descriptions and specifications are subject to be changed without notice

Power Battery_Dummy
Contact 2, 3, 4

*Dimensions in mm, Thread in inches

Male
Order No.
PBDC02M 2 PBBH02F PBIL02F SCLS0BM
PBDC03M 3 PBBH03F PBIL03F SCLS0BM
PBDC04M 4 PBBH04F PBIL04F SCLS0BM

Power Battery_Dummy_Male_Contact 2,3,4

Contact Bulkhead Inline Locking Sleeve

Female
Order No.
PBDC02F 2 PBBH02M PBIL02M SCLS0BF
PBDC03F 3 PBBH03M PBIL03M SCLS0BF
PBDC04F 4 PBBH04M PBIL04M SCLS0BF

Power Battery_Dummy_Female_Contact 2,3,4

Contact Bulkhead Inline Locking Sleeve

Connector body Chloroprene rubber
Contact Gold plated brass

Location pin Stainless steel 316

Material Specification
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Coax 50Ohm_Bulkhead
Contact 1

**All product descriptions and specifications are subject to be changed without notice

Socket Gold plated brass
RG316 Coax, 100cm

NBR 2-015

*All frequency and attenuation values are based on a 2 bulkhead connectors (50 ohm) with 10m tail.
**The connector cannot take open face pressure.
***Locking sleeves are necessary, but grease is NOT requried.

Connector body
Bulkhead body

Contact

Material Specification
Chloroprene rubber

Brass(BR), Stainless steel 316(SS) or Titanium(TI)
Gold plated brass

Coax bulkhead leads
O - rings

Frequency* 0.3 GHz 0.5GHz 1.0 GHz 1.5 HGz 2.0 GHz 2.5 GHz 3.0GHz
Attenuation* 4.6 dB 6.5dB 10.2 dB 12.3 db 16.3 dB 18.5 dB 20.0 dB

Recommended max. frequency
Insulation resistance
Contact resistance

Depth rating

3.0 GHz
>200 Mohm
<0.01 ohm

600 bar

Max. voltage
Video types

 Recommed SDI, HD-SDI, 3G-SDI and
composite

Operation Specification
300 V DC

Temperature rating -40 to 60˚C

*Dimensions in mm, Thread in inches

Male
Order No.

CX50BH01M 1 CX50IL01F CX50DC01F SCLS0AM

Coax 50 Ohm_Bulkhead_Male_Contact 1

Contact Inline Dummy Locking Sleeve

Female
Order No.

CX50BH01F 1 CX50IL01M CX50DC01M SCLS0AF

Coax 50 Ohm_Bulkhead_Female_Contact 1

Contact Inline Dummy Locking Sleeve
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1/2" - T20UNF Hex Flats 13/16"
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Coax 50Ohm_Inline
Contact 1

**All product descriptions and specifications are subject to be changed without notice

Connector body Chloroprene rubber

Coax inline cable HFCX50, 60cm

*All frequency and attenuation values are based on a 2 bulkhead connectors (50 ohm) with 10m tail.
**The connector cannot take open face pressure.
***Locking sleeves are necessary, but grease is NOT requried.

Contact Gold plated brass
Socket Gold plated brass

Material Specification

Frequency* 0.3 GHz 0.5GHz 1.0 GHz 1.5 HGz 2.0 GHz 2.5 GHz 3.0GHz
Attenuation* 4.6 dB 6.5dB 10.2 dB 12.3 db 16.3 dB 18.5 dB 20.0 dB

Depth rating 600 bar
Temperature rating -40 to 60˚C

Recommended max. frequency 3.0 GHz
Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Current rating @contact 5A
Max. current @connector 20A

Video types
 Recommed SDI, HD-SDI, 3G-SDI and

composite

Operation Specification
Max. voltage 300 V DC

*Dimensions in mm, Thread in inches

Male
Order No.

CX50IL01M 1 CX50BH01F CX50DC01F SCLS0AM

Coax 50 Ohm Inline_Male_Contact 1

Contact Bulkhead Dummy Locking Sleeve

Female
Order No.
CX50IL01F 1 CX50BH01M CX50DC01M SCLS0AF

Coax 50 Ohm Inline_Female_Contact 1

Contact Bulkhead Dummy Locking Sleeve
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Coax 50Ohm_Dummy
Contact 1

**All product descriptions and specifications are subject to be changed without notice

Connector body Chloroprene rubber
Contact Gold plated brass

Material Specification

*Dimensions in mm, Thread in inches

Male
Order No.

CX50DC01M 1 CX50BH01F CX50IL01F SCLS0AM

Coax 50 Ohm Dummy_Male_Contact 1

Contact Bulkhead Inline Locking Sleeve

Female
Order No.

CX50DC01F 1 CX50BH01M CX50IL01M SCLS0AF

Coax 50 Ohm Dummy_Female_Contact 1

Contact Bulkhead Inline Locking Sleeve
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Rubber Mold_A Inline
Contact 1

**All product descriptions and specifications are subject to be changed without notice

Connector body Chloroprene rubber
Contact Gold plated brass
Socket Gold plated beryllium copper

Inline cable AWG 18 Neoprene, 60cm

Material Specification

Max. voltage 600 V DC
Current rating @contact 10A

Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating -40 to 60˚C

Operation Specification

*Dimensions in mm, Thread in inches

Male
Order No.
RAIL01M 1 N/A RADC01F RALS00M

Rubber Molded_A_Inline_Male_Contact 1

Contact Locking SleeveBulkhead Dummy

Female
Order No.
RAIL01F 1 N/A RADC01M RALS00F

Rubber Molded_A_Inline_Female_Contact 1

Contact Bulkhead Dummy Locking Sleeve
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Rubber Molded_G Inline
Contact 2, 3, 4, 5

**All product descriptions and specifications are subject to be changed without notice

Max. voltage 600 V DC
Current rating @contact 5A

Max. current @connector 20A
Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating -40 to 60˚C

Operation Specification

Connector body Chloroprene rubber
Contact (male) Gold plated brass
Socket (female) Gold plated beryllium copper

Inline cable AWG 18 Neoprene, 60cm

Material Specification

*Dimensions in mm, Thread in inches

Face View (Male)

Male
Order No.
RGIL02M 2 N/A RGDC02F RGLS00M
RGIL03M 3 N/A RGDC03F RGLS00M
RGIL04M 4 N/A RGDC04F RGLS00M

Rubber Molded_G_Inline_Male_Contact 2,3,4

Contact Locking SleeveBulkhead Dummy

Female
Order No.
RGIL02F 2 N/A RGDC02M RGLS00F
RGIL03F 3 N/A RGDC03M RGLS00F
RGIL04F 4 N/A RGDC04M RGLS00F

Rubber Molded_G_Inline_Female_Contact 2,3,4

Contact Bulkhead Dummy Locking Sleeve
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Rubber Molded_K Inline
Contact 5

**All product descriptions and specifications are subject to be changed without notice

Max. voltage 600 V DC
Current rating @contact 10A

Max. current @connector 30A
Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating -40 to 60˚C

Operation Specification

Connector body Chloroprene rubber
Contact(male) Gold plated brass
Socket(female) Gold plated beryllium copper

Inline cable AWG 18 Neoprene, 60cm

Material Specification

Male
Order No.
RKIL05M 5 N/A RKDC05F RKLS00M

Rubber Molded Connector_K_Inline_Male_Contact 5

Contact Locking SleeveBulkhead Dummy

Female
Order No.
RKIL05F 5 N/A RKDC05M RKLS00F

Rubber Molded Connector_K_Inline_Female_Contact 5

Contact Bulkhead Dummy Locking Sleeve

*Dimensions in mm, Thread in inches

Face View (Male)
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Rubber Mold_Dummy
Contact A, G, K

**All product descriptions and specifications are subject to be changed without notice

Connector body Chloroprene rubber
Contact (male) Gold plated brass

Material Specification

Male
Order No.
RADC01M 1 N/A RAIL01F RALS00M

Rubber Molded A_Dummy_Male_Contact 1

Contact Locking SleeveBulkhead Inline

Male
Order No.
RGDC02M 2 N/A RGIL02F RGLS00M
RGDC03M 3 N/A RGIL03F RGLS00M
RGDC04M 4 N/A RGIL04F RGLS00M
RGDC05M 5 N/A RGIL05F RGLS00M

Rubber Molded G_Dummy_Male_Contact 2,3,4,5

Contact Locking SleeveBulkhead Inline

Male
Order No.
RKDC05M 5 N/A RKIL05F RKLS00M

Rubber Molded K_Dummy_Male_Contact 5

Contact Locking SleeveBulkhead Inline

Female
Order No.
RADC01F 1 N/A RAIL01M RALS00F

Rubber Molded A_Dummy_Female_Contact 1

Contact Bulkhead Inline Locking Sleeve

Female
Order No.
RGDC02F 2 N/A RGIL02M RGLS00F
RGDC03F 3 N/A RGIL03M RGLS00F
RGDC04F 4 N/A RGIL04M RGLS00F
RGDC05F 5 N/A RGIL05M RGLS00F

Rubber Molded G_Dummy_Female_Contact 2,3,4,5

Contact Bulkhead Inline Locking Sleeve

Female
Order No.
RKDC05F 5 N/A RKIL05M RKLS00F

Rubber Molded K_Dummy_Female_Contact 5

Contact Bulkhead Inline Locking Sleeve
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*Dimensions in mm, Thread in inches
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Rubber Mold A_Dummy

Rubber Mold G_Dummy
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Rubber Mold K_Dummy
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Standard Circular Bulkhead
Standard Circular Inline
Standard Circular Dummy
Micro Bulkhead
Micro Inline
Micro Circular Overmold
Micro Circular Dummy

Micro Circular Bulkhead
Micro Circular Inline
Micro Circular Overmold
Micro Circular Dummy
Low Profile Bulkhead
Low Profile Inline
Low Profile Dummy
Metal Shell 2013 Flange

Ethernet 

Ethernet
Power 
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Ethernet_Standard Circular Bulkhead
Contact 8

**All product descriptions and specifications are subject to be changed without notice

Connector body Chloroprene rubber

Bulkhead body
 Brass(BR), stainless steel 316(SS),  titanium(TI),

anodised aluminium(AL), PEEK(PE)
Contact Gold plated brass
Socket Gold plated beryllium copper

Bulkhead leads CAT 5E, 4TWPx24AWG, 100cm
O - rings  NBR 2-014

Material Specification

Max. voltage 250 V DC
Data rate >1 Gbit/s

Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating -40 to 60˚C

Operation Specification

*Dimensions in mm, Thread in inches

Male
Order No.

ETSCBH08M 8 ETSCIL08F ETSCDC08F SCLS0AM

Ethernet_Standard Circular Bulkhead_Male_Contact 8

Contact Inline Dummy Locking Sleeve

Female
Order No.

ETSCBH08F 8 ETSCIL08M ETSCDC08M SCLS0AF

Ethernet_Standard Circular Bulkhead_Female_Contact 8

Contact Inline Dummy Locking Sleeve

Face View (Male)

1-2 Brown White/Brown *
3-4 Blue, White/Blue *

5-6 Orange, White/Orange *
7-8 Green, White/Green *

* Twisted pairs
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Ethernet_Standard Circular Inline
Contact 8

**All product descriptions and specifications are subject to be changed without notice

Connector body Chloroprene rubber
Contact Gold plated brass
Socket Gold plated beryllium copper

Inline cable CAT 5E, 4TWPx24AWG, 100cm

Material Specification

Max. voltage 250 V DC/AC rms
Data rate >1 Gbit/s

Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating -40 to 60°C

Operation Specification

*Dimensions in mm, Thread in inches

Male
Order No.

ETSCIL08M 8 ETSCBH08F ETSCDC08F SCLS0AM

Ethernet_Standard Circular  Inline_Male_Contact 8

Contact Bulkhead Dummy Locking Sleeve

Female
Order No.
ETSCIL08F 8 ETSCBH08M ETSCDC08M SCLS0AF

Dummy

Ethernet_Standard Circular  Inline_Female_Contact 8

Contact Bulkhead Locking Sleeve

Face View (Male)

1-2 Brown White/Brown *
3-4 Blue, White/Blue *

5-6 Orange, White/Orange *
7-8 Green, White/Green *

* Twisted pairs
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Ethernet_Standard Circular Dummy
Contact 8

**All product descriptions and specifications are subject to be changed without notice

Connector body Chloroprene rubber
Contact  Gold plated brass

Material Specification

*Dimensions in mm, Thread in inches

Male
Order No.

ETSCDC08M 8 ETMCBH08F ETSCIL08F SCLS0AM

Inline Locking Sleeve

Ethernet_Standard Circular Dummy_Male_Contact 8

Contact Bulkhead

Female
Order No.

ETSCDC08F 8 ETMCBH08M ETSCIL08M SCLS0AF

Ethernet_Standard Circular Dummy_Female_Contact 8

Contact Bulkhead Inline Locking Sleeve
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**All product descriptions and specifications are subject to be changed without notice

Ethernet_Micro Circular Bulkhead
Contact 8

Max. voltage 250V DC
Data rate >1 Gbit/s

Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating -40 to 60°C

Operation Specification

Connector body Chloroprene rubber

Bulkhead body
Brass(BR), stainless steel 316(SS), anodized

aluminum(AL), titanium(TI), PEEK(PE)
Contact Gold plated brass
Socket Gold plated beryllium copper

Bulkhead leads CAT 5E patch cable, 100cm
O - rings NBR-2-014

Material Specification

*Dimensions in mm, Thread in inches

Male
Order No.

ETMCBH08M 8 ETMCIL08F MCDC08F MCLS00F

Ethernet_Micro Circular Bulkhead_Male_Contact 8

Contact Inline Dummy Locking Sleeve

Female
Order No.

ETMCBH08F 8 ETMCIL08M MCDC08M MCLS00F

Inline Dummy

Ethernet_Micro Circular Bulkhead_Female_Contact 8

Contact Locking Sleeve

Face View (Male)

1
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8
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5
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4

1-2 Brown, White/Brown*
3-4 Blue, White/Blue*

5-6 Orange, White/Orange *
7-8 Green, White/Green*

* Twisted pairs

 19  28 
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7/16 - T20 UNF Hex Flats 3/4''

 19 

Hex Flats 3/4''7/16 - T20 UNF
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**All product descriptions and specifications are subject to be changed without notice

Ethernet_Micro Circular Inline
Contact 8

Max. voltage 250 V DC
Data rate >1 Gbit/s

Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating -40 to 60°C

Operation Specification

Connector body Chloroprene rubber
Contact Gold plated brass
Socket Gold plated beryllium copper

Inline cable 4 twist pairs, AWG 24, 100cm

Material Specification

Male
Order No.

ETMCIL08M 8 ETMCBH08F MCDC08F MCLS00F

Ethernet_Micro Circular Inline_Male_Contact 8

Contact Bulkhead Dummy Locking Sleeve

Order No.
ETMCIL08F 8 ETMCBH08M MCDC08M MCLS00F

Dummy

Ethernet_Micro Circular Inline_Female_Contact 8

Contact Bulkhead Locking Sleeve

*Dimensions in mm, Thread in inches

Face View (Male)

1
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4

1-2 Brown, White/Brown*
3-4 Blue, White/Blue*

5-6 Orange, White/Orange *
7-8 Green, White/Green*

* Twisted pairs
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Ethernet_Micro Circular Overmold
Contact 8

**All product descriptions and specifications are subject to be changed without notice

Connector body Chloroprene rubber

Contact Gold plated brass

Socket Gold plated beryllium copper

OM leads CAT 5E ,4 twisted pairs, AWG24, 10cm

Material Specification

Max.voltage 250 V DC

Data rate >1 Gbit/s

Insulation resistance >200 Mohm

Contact resistance <0.01 ohm

Depth rating 600 bar

Temperature rating -40 to 60˚C

Operation Specification

*Dimensions in mm, Thread in inches

Male
Order No.

ETMCOM08M 8 ETMCBH08F MCDC08F MCLS00F

Ethernet_Micro Circular Overmold_Male_Contact 8

Contact Bulkhead Dummy Locking Sleeve

Female
Order No.

ETMCOM08F 8 ETMCBH08M MCDC08M MCLS00F

Ethernet_Micro Circular Overmold_Female_Contact 8

Contact Bulkhead Dummy Locking Sleeve

Face View (Male)

1-2 Brown White/Brown *
3-4 Blue, White/Blue *

5-6 Orange, White/Orange *
7-8 Green, White/Green *

* Twisted pairs
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Ethernet_Micro Circular Dummy
Contact 8

**All product descriptions and specifications are subject to be changed without notice

Connector body Chloroprene rubber
Contact  Gold plated brass

Material Specification

*Dimensions in mm, Thread in inches

 
16

 

 25 

 

Male
Order No.
MCDC08M 8 ETMCBH08F ETMCIL08F MCLS00F

Inline Locking Sleeve

Ethernet_Micro Circular Dummy_Male_Contact 8

Contact Bulkhead

Female
Order No.
MCDC08F 8 ETMCBH08M ETMCIL08M MCLS00F

Ethernet_Micro Circular Dummy_Female_Contact 8

Contact Bulkhead Inline Locking Sleeve
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**All product descriptions and specifications are subject to be changed without notice

Ethernet Power _Micro Circular Bulkhead
Contact 13

Voltage rating 600 V DC/AC rms
Voltage rating on data wire 250 V DC/AC rms

Current rating on power wire 4 A per contact (max 16 A per connector)
Data rate >1 Gbit/s (up to 75m)

Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating (water) -4 to 60°C

Temperature rating (air) -40 to 60°C

Operation Specification

Connector body Chloroprene rubber

Bulkhead body
Brass(BR), stainless steel 316(SS), anodized aluminum(AL),

titanium(TI), PEEK(PE)
Contact Gold plated brass
Socket Gold plated beryllium copper

Bulkhead lead (100cm) CAT 5E patch cable, 5 x 20AWG, with coloured wires
O - rings NBR 2-015

Material Specification

Male
Order No.

ETMCBH13M 13 ETMCIL13F ETMCDC13F SCLS0AM

Contact Inline Dummy

Ethernet Power_Micro Circular Bulkhead_Male_Contact 13

Locking Sleeve

Female
Order No.

ETMCBH13F 13 ETMCIL13M ETMCDC13M SCLS0AF

Ethernet Power_Micro Circular Bulkhead_Female_Contact 13

Contact Inline Dummy Locking Sleeve

*Dimensions in mm, Thread in inches

Face View (Male)
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1 3

13

2

11

46

8 9

57

1 Black
2 Orange
3 White

4-5 Brown, White/Brown *
6-7 Blue, White/Blue *
8-9 Orange, White/Orange *

11 Green, White/Green* 
12 Red
13 Green     

* Twisted pairs
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**All product descriptions and specifications are subject to be changed without notice

Ethernet Power_Micro Circular Inline
Contact 13

Voltage rating 600 V DC/AC rms
Voltage rating on data wire 250 V DC/AC rms

Current rating on power wire 4 A per contact (max 16 A per connector)
Data rate >1 Gbit/s (up to 75m)

Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating (water) -4 to 60°C

Temperature rating (air) -40 to 60°C

Operation Specification

Connector body Chloroprene rubber
Contact Gold plated brass
Socket Gold plated beryllium copper

Inline cable
4 twisted pairs, AWG 24, 100cm
Power conductors x 4, AWG 18

Screen: tinned copper braid

Material Specification

*Dimensions in mm, Thread in inches

Face View (Male)

*

10

12

1 3

13

2

11

46

8 9

57

Male
Order No.

ETMCIL13M 13 ETMCBH13F ETMCDC13F SCLS0AM

Ethernet Power_Micro Circular Inline_Male_Contact 13

Contact Bulkhead Dummy Locking Sleeve

Order No.
ETMCIL13F 13 ETMCBH13M ETMCDC13M SCLS0AF

Dummy

Ethernet Power_Micro Circular Inline_Female_Contact 13

Contact Bulkhead Locking Sleeve

1 Black
2 Orange
3 White

4-5 Brown, White/Brown *
6-7 Blue, White/Blue *
8-9 Orange, White/Orange *

11 Green, White/Green* 
12 Red
13 Green     

* Twisted pairs
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Ethernet Power_Micro Circular Overmold
Contact 13

**All product descriptions and specifications are subject to be changed without notice

Connector body Chloroprene rubber
OM body  Brass
Contact Gold plated brass
Socket Gold plated beryllium copper

OM leads
CAT 5E,  4TWP,  AWG24 with coloured 4x20AWG

wires, 10cm

Material Specification

Voltage rating 600 V DC/AC rms
Voltage rating on data wire 250 V DC/AC rms

Current rating on power wire  4A per contact(max 16 A per connector)
Data rate >1 Gbit/s (up to 75m)

Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating (water) -40 to 60˚C

Temperature rating (air) -40 to 60˚C

Operation Specification

*Dimensions in mm, Thread in inches

Male
Order No.

ETMCOM13M 13 ETMCBH13F ETMCDC13F SCLS0AM

Ethernet Power_Micro Circular Overmold_Male_Contact 13

Contact Bulkhead Dummy Locking Sleeve

Female
Order No.

ETMCOM13F 13 ETMCBH13M ETMCDC13M SCLS0AF

Ethernet Power_Micro Circular Overmold_Female_Contact 13

No. of contact Bulkhead Dummy Locking Sleeve

Face View (Male)
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 28 

10

12

1 3

13

2

11

46

8 9

57

1 Black
2 Screen
3 White

4-5 Brown, White/Brown *
6-7 Blue, White/Blue *
8-9 Orange, White/Orange *

11 Green, White/Green* 
12 Red
13 Green     

* Twisted pairs
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Ethernet Power_Micro Circular Dummy
Contact 13

**All product descriptions and specifications are subject to be changed without notice

Connector body Chloroprene rubber
Contact  Gold plated brass

Material Specification

 
 

25
.4

 

 28 

Male
Order No.

ETMCDC13M 13 ETMCBH13F ETMCIL13F SCLS0AM

Ethernet Power_Micro Circular Dummy_Male_Contact 13

Contact Bulkhead Inline Locking Sleeve

Female
Order No.

ETMCDC13F 13 ETMCBH13M ETMCIL13M SCLS0AF

Ethernet Power_Micro Circular Dummy_Female_Contact 13

Contact Bulkhead Inline Locking Sleeve

*Dimensions in mm, Thread in inches
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**All product descriptions and specifications are subject to be changed without notice

Ethernet Power_ Low Profile Bulkhead
Contact 13

Male
Order No.

ETLPBH13M 13 ETLPIL13F ETLPDC13F LPST0BN

Ethernet Power_Low Profile Bullkhead_Male_Contact 13

Contact Inline StrapDummy

Female
Order No.

ETLPBH13F 13 ETLPIL13M ETLPDC13M LPST0BN

Ethernet Power_Low Profile Bullkhead_Female_Contact 13

Contact Inline Dummy Strap

*Dimensions in mm, Thread in inches

Face View (Male)

Voltage rating 600 V DC/AC rms
Voltage rating on data wire 250 V DC/AC rms

Current rating on power wire 4 A per contact ( max 16A per connector )
Data rate >1 Gbit/s (up to 75m)

Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating (water) -4 to 60°C

Temperature rating (air) -40 to 60°C

Operation Specification

Connector body Chloroprene rubber
Bulkhead body Brass(BR), stainless steel 316(SS), titanium(TI)

Contact Gold plated brass
Socket Gold plated beryllium copper

Bulkhead leads (100cm)
CAT 5E patch cable, 5 x 20AWG, 0.52mm²  with

coloured wires
O - rings NBR 2-015

Material Specification

10

12
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4

3

6

8

13

9

57

2

1 Black
2 Orange
3 White

4-5 Brown, White/Brown *
6-7 Blue, White/Blue *
8-9 Orange, White/Orange *

11 Green, White/Green* 
12 Red
13 Green     

* Twisted pairs
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**All product descriptions and specifications are subject to be changed without notice

Ethernet Power_ Low Profile Inline 
Contact 13

Male
Order No.
ETLPIL13M 13 ETLPBH13F ETLPDC13F LPST0BN

Ethernet Power_Low Profile Inline_Male_Contact 13

Contact Bulkhead StrapDummy

Female
Order No.
ETLPIL13F 13 ETLPBH13M ETLPDC13M LPST0BN

Ethernet Power_Low Profile Inline_Female_Contact 13

Contact Bulkhead Dummy Strap

*Dimensions in mm, Thread in inches

Face View (Male)

Voltage rating 600 V DC/AC rms
Voltage rating on data wire 250 V DC/AC rms

Data rate >1 Gbit/s (up to 75m)
Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating (water) -4 to 60°C

Temperature rating (air) -40 to 60°C

Operation Specification

Connector body Chloroprene rubber
Contact Gold plated brass
Socket Gold plated beryllium copper

Inline cable
4 twist pairs, AWG 24,100cm

Power conductors x 4, AWG 18
Screen: Tinned copper braid

Material Specification

10

12

11

1

4

3

6

8

13

9

57

2

1 Black
2 Screen
3 White

4-5 Brown, White/Brown *
6-7 Blue, White/Blue *
8-9 Orange, White/Orange *

11 Green, White/Green* 
12 Red
13 Green     

* Twisted pairs
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 55.5 

 112 

 2
1 

 31.5 

 31.5 

 2
1 

 43 

 100 

Ethernet Power_Low Profile Dummy
Contact 13

**All product descriptions and specifications are subject to be changed without notice

Connector body Chloroprene rubber
Contact  Gold plated brass

Material Specification

Male
Order No.

ETLPDC13M 13 ETLPBH13F ETLPIL13F LPST0BN

Ethernet Power_Low Profile Dummy_Male_Contact 13

Contact Bulkhead Inline Strap

Female
Order No.

ETLPDC13F 13 ETLPBH13M ETLPIL13M LPST0BN

Strap

Ethernet Power_Low Profile Dummy_Female_Contact 13

Contact Bulkhead Inline

*Dimensions in mm, Thread in inches
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Ethernet Power_Metal Shell 2013 Flange 
Contact 13

**All product descriptions and specifications are subject to be changed without notice

Voltage rating 600 V DC/AC rms
Voltage rating on data wire 250 V DC/AC rms

Current rating on power wire 4 A per contact (max 16 A per connector)
Data rate >1 Gbit/s (up to 75m)

Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating (water) -4 to 60°C

Operation Specification

*Dimensions in mm, Thread in inches

9.5

 31
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12.7 44.4

6.7
4 -

9.5

 31
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38.5

18
.8

12.7 44.4

31
.7

5

31.75

6.7
4 -

Face View (Male)

Male
Order No.

ETMSFR13M 13 ETMCIL13F ETMCDC13F MS20LSF

Ethernet_Metal Shell 2013 Flange_Male_Contact 13

Contact Inline Dummy Locking Sleeve

Female
Order No.

ETMSFR13F 13 ETMCIL13M ETMCDC13M MS20LSF

Locking SleeveInline Dummy

Ethernet_Metal Shell 2013 Flange_Female_Contact 13

Contact

Connector body Chloroprene rubber
Bulkhead body Stainless steel 316(SS)

Contact Gold plated brass
Socket Gold plated beryllium copper

Bulkhead leads (100 cm ) CAT 5E patch cable, 5 x 20AWG, with coloured wires
O - rings NBR 2-016, NBR 2-119

Material Specification

1 Black
2 Screen
3 White

4-5 Brown, White/Brown *
6-7 Blue, White/Blue *
8-9 Orange, White/Orange *

11 Green, White/Green* 
12 Red
13 Green     

* Twisted pairs
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IE08_Bulkhead
Contact 4 Pin (8 Contacts)

**All product descriptions and specifications are subject to be changed without notice

Connector body Chloroprene rubber

Bulkhead body  Brass(BR)

Contact Brass

Socket Beryllium copper

Location pin  Stainless steel 316

Bulkhead leads AWG 18 PTFE, 30cm

O - rings  NBR 2-017

Material Specification

Max. voltage 300 V DC

Current rating @contact 7A

Max. current @connector 50A

Insulation resistance >200 Mohm

Contact resistance <0.01 ohm

Depth rating 600 bar

Temperature rating -40 to 60˚C

Operation Specification

Male
Order No.

IE08BH04M 4PIN (8 Contacts) IE08IL04F IE08DC04F SCLS0BM

IE08_Bulkhead_Male_Contact 4

Contact Inline Dummy Locking Sleeve

Female
Order No.
IE08BH04F 4PIN (8 Contacts) IE08IL04M IE08DC04M SCLS0BF

IE08_Bulkhead_Female_Contact 4

Contact Inline Dummy Locking Sleeve

*Dimensions in mm, Thread in inches
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Face View (Male)

 
31

.8
 

 31  91
5/8" - T18

Hex Flats 1"

 
31

.8
 

 28  13 

Hex Flats 1"

5/8" - T18 UNF

M
C

LP
M

C
PB

SC
LP

H
P

CX
5

ET
RA

 R
G

 R
K

IE
08

M
S5

5
M

S(
W

ET
)

AC
CE

SS
O

RI
ES

PN
TC

EO
M

ET
(D

RY
)

https://www.dwtekmarine.com/


V.10281973

Your Trusted, Innovative, Practical Partner 

V.10281973

www.dwtekmarine.com
info@dwtek.com.tw

177 178

IE08_Inline
Contact 4 Pin (8 Contacts)

**All product descriptions and specifications are subject to be changed without notice

Connector body Chloroprene rubber

Contact brass

Socket Beryllium copper

Location pin  Stainless steel 316

Inline cable  AWG 18 Neoprene, 60cm

Material Specification

Max. voltage 300 V DC

Current rating @contact 7A

Max. current @connector 50A

Insulation resistance >200 Mohm

Contact resistance <0.01 ohm

Depth rating 600 bar

Temperature rating -40 to 60˚C

Operation Specification

Male
Order No.
IE08IL04M 4PIN (8 Contacts) IE08BH04F IE08DC04F IE08LS00M

IE08_Inline_Male_Contact 4

Contact Inline Dummy Locking Sleeve

Female
Order No.
IE08IL04F 4PIN (8 Contacts) IE08BH04M IE08DC04M IE08LS00F

IE08_Inline_Female_Contact 4

Contact Inline Dummy Locking Sleeve

*Dimensions in mm, Thread in inches
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Face View (Male)
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IE08_Dummy
Contact 4 Pin (8 Contacts)

**All product descriptions and specifications are subject to be changed without notice

Connector body Chloroprene rubber
Contact brass

Location pin Stainless steel

Material Specification

Male
Order No.

IE08DC04ME 4PIN (8 Contacts) IE08BH04F IE08IL04F IE08LS00M

IE08_Dummy_Male_Contact 4

Contact Bulkhead Inline Locking Sleeve

Female
Order No.
IE08DC04F 4PIN (8 Contacts) IE08BH04M IE08IL04M IE08LS00F

IE08_Dummy_Female_Contact 4

Contact Bulkhead Inline Locking Sleeve

*Dimensions in mm, Thread in inches
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IE55_BCR
Contact 2, 3, 4, 6

**All product descriptions and specifications are subject to be changed without notice

Bulkhead body Titanium

Contact Gold plated brass

2,3 contacts: AWG 22 PTFE, 15cm

4,6 contacts: AWG 24 PTFE, 15cm

O - rings NBR 5-712

Material Specification

Bulkhead leads

Max. voltage 300 V DC

Current rating @contact 3A

Max. current @connector 12A

Insulation resistance >200 Mohm

Contact resistance <0.01 ohm

Depth rating 600 bar

Temperature rating -40 to 60˚C

Operation Specification

*Dimensions in mm, Thread in inches

Male
Order No.

MS55BR02M 2 MS55CP02F MS55DC02F N/A
MS55BR03M 3 MS55CP03F MS55DC03F N/A
MS55BR04M 4 MS55CP04F MS55DC04F N/A
MS55BR06M 6 MS55CP06F MS55DC06F N/A

IE55_BCR_Contact 2,3,4,6

Contact CCP Dummy Locking Sleeve

Face View (BCR)
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IE55_CCP
Contact 2, 3, 4, 6

**All product descriptions and specifications are subject to be changed without notice

Connector body Chloroprene rubber

CCP body Titanium

Socket Gold plated beryllium copper

Locking sleeve Titanium
Snap ring POM

Material Specification

Max. voltage 300 V DC

Current rating @contact 3A

Max. current @connector 12A

Insulation resistance >200 Mohm

Contact resistance <0.01 ohm

Depth rating 600 bar

Temperature rating -40 to 60˚C

Operation Specification

*Dimensions in mm, Thread in inches

Female
Order No.

MS55CP02F 2 MS55BR02M MS55DC02M N/A
MS55CP03F 3 MS55BR03M MS55DC03M N/A
MS55CP04F 4 MS55BR04M MS55DC04M N/A
MS55CP06F 6 MS55BR06M MS55DC06M N/A

IE55_CCP_Contact 2,3,4,6

Contact BCR Dummy Locking Sleeve

Face View (BCR)
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IE55_Dummy
Contact 2, 3, 4, 6

**All product descriptions and specifications are subject to be changed without notice

Connector body Chloroprene rubber
Bulkhead body Titanium

CCP body Titanium
Contact  Gold plated brass
Socket Gold plated Beryllium

Locking sleeve Titanium

Material Specification

*Dimensions in mm, Thread in inches

Male
Order No.

MS55DC02M 2 N/A MS55CP02F N/A
MS55DC03M 3 N/A MS55CP03F N/A
MS55DC04M 4 N/A MS55CP04F N/A
MS55DC06M 6 N/A MS55CP06F N/A

IE55_Dummy_Male_Contact 2,3,4,6

Contact BCR CCP Locking Sleeve

Female
Order No.

MS55DC02F 2 MS55CP02M N/A N/A
MS55DC03F 3 MS55CP03M N/A N/A
MS55DC04F 4 MS55CP04M N/A N/A
MS55DC06F 6 MS55CP06M N/A N/A

IE55_Dummy_Female_Contact 2,3,4,6

Contact BCR CCP Locking Sleeve

Face View (BCR)
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Metal Shell 1500_Flange Bulkhead
Contact 2, 3, 4, 5, 6 ,8

**All product descriptions and specifications are subject to be changed without notice

Connector body Chloroprene rubber
Bulkhead body Brass(BR), stainless steel 316(SS)

Contact Gold plated brass
Socket Gold plated beryllium Copper

2,3,4 contacts: Stainless steel 316
5,6,8 contacts: N/A

2,3,4 contacts: AWG 18 PTFE, 30cm
5,6,8 contacts: AWG 20 PTFE, 30cm

O - rings  NBR 2-117;  NBR 2-014

Material Specification

Bulkhead leads

Location pin

Max. voltage 300 V DC
2,3,4 contacts: 10A
5,6,8 contacts: 5A

Max. current @connector 20A
Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating -40 to 60˚C

Operation Specification

Current rating @contact

Male
Order No.

MS15FR02M 2 MCIL02F MCDC02F N/A
MS15FR03M 3 MCIL03F MCDC03F N/A
MS15FR04M 4 MCIL04F MCDC04F N/A
MS15FR05M 5 MCIL05F MCDC05F N/A
MS15FR06M 6 MCIL06F MCDC06F N/A
MS15FR08M 8 MCIL08F MCDC08F N/A

Metal Shell 1500_Flange Bulkhead_Male_Contact 2,3,4,5,6,8

Contact Locking SleeveDummyInline

Female
Order No.

MS15FR02F 2 MCIL02M MCDC02M N/A
MS15FR03F 3 MCIL03M MCDC03M N/A
MS15FR04F 4 MCIL04M MCDC04M N/A
MS15FR05F 5 MCIL05M MCDC05M N/A
MS15FR06F 6 MCIL06M MCDC06M N/A
MS15FR08F 8 MCIL08M MCDC08M N/A

Metal Shell 1500_Flange Bulkhead_Female_Contact 2,3,4,5,6,8

Contact Inline Dummy Locking Sleeve

*Dimensions in mm, Thread in inches

Face View (Male)
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Metal Shell 1500_Hex Bulkhead
Contact 2, 3, 4, 5, 6 ,8

**All product descriptions and specifications are subject to be changed without notice

Connector body Chloroprene rubber
Bulkhead body Brass(BR), stainless steel 316(SS)

Contact Gold plated brass
Socket Gold plated beryllium Copper

2,3,4 contacts: Stainless steel 316
5,6,8 contacts: N/A

2,3,4 contacts: AWG 18 PTFE, 30cm
5,6,8 contacts: AWG 20 PTFE, 30cm

O - rings NBR 2-117

Material Specification

Bulkhead leads

Location pin

Max. voltage 300 V DC
2,3,4 contacts: 10A
5,6,8 contacts: 5A

Max. current @connector 20A
Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating -40 to 60˚C

Operation Specification

Current rating @contact

Male
Order No.

MS15BR02M 2 MCIL02F MCDC02F N/A
MS15BR03M 3 MCIL03F MCDC03F N/A
MS15BR04M 4 MCIL04F MCDC04F N/A
MS15BR05M 5 MCIL05F MCDC05F N/A
MS15BR06M 6 MCIL06F MCDC06F N/A
MS15BR08M 8 MCIL08F MCDC08F N/A

Metal Shell 1500_Hex Bulkhead_Male_Contact 2,3,4,5,6,8

Contact Locking SleeveDummyInline

Female
Order No.

MS15BR02F 2 MCIL02M MCDC02M N/A
MS15BR03F 3 MCIL03M MCDC03M N/A
MS15BR04F 4 MCIL04M MCDC04M N/A
MS15BR05F 5 MCIL05M MCDC05M N/A
MS15BR06F 6 MCIL06M MCDC06M N/A
MS15BR08F 8 MCIL08M MCDC08M N/A

Metal Shell 1500_Hex Bulkhead_Female_Contact 2,3,4,5,6,8

Contact Inline Dummy Locking Sleeve

*Dimensions in mm, Thread in inches

Face View (Male)
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5/8" - T18 UNF Hex Flats 1-3/16"
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Metal Shell 2000_Flange
Contact 2, 3, 4, 10, 12

**All product descriptions and specifications are subject to be changed without notice

Connector body Chloroprene rubber
Bulkhead body Stainless steel 316(SS)

Contact Gold plated brass
Socket Gold plated beryllium copper

2,3,4 contacts: Stainless steel 316
10,12 contacts: N/A

2,3,4 contacts: AWG 18 PTFE, 30cm
10,12 contacts: AWG 20 PTFE, 30cm

O - rings NBR 2-119; NBR 2-016

Material Specification

Bulkhead leads

Location pin

2,3,4 contacts: 600 V DC
10,12 contacts: 300V DC

2,3,4 contacts: 10A
10,12 contacts: 5A

Max. current @connector 30A
Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating -40 to 60˚C

Operation Specification

Current rating @contact

Max. voltage

Male
Order No.

MS20FR02M 2 SCIL02F SCDC02F MS20LSF-F
MS20FR03M 3 SCIL03F SCDC03F MS20LSF-F
MS20FR04M 4 SCIL04F SCDC04F MS20LSF-F
MS20FR10M 10 MCIL10F MCDC10F MS20LSF-F
MS20FR12M 12 MCIL12F MCDC12F MS20LSF-F

Metal Shell 2000_FCR_Contact 2,3,4,10,12

Contact Locking SleeveDummyInline

Female
Order No.

MS20FR02F 2 SCIL02M SCDC02M MS20LSF-M
MS20FR03F 3 SCIL03M SCDC03M MS20LSF-M
MS20FR04F 4 SCIL04M SCDC04M MS20LSF-M
MS20FR10F 10 MCIL10M MCDC10M MS20LSF-M
MS20FR12F 12 MCIL12M MCDC12M MS20LSF-M

Metal Shell 2000_FCR_Contact 2,3,4,10,12

Contact Inline Dummy Locking Sleeve

*Dimensions in mm, Thread in inches

Face View (Male)
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2 Pole Inline
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Diving (EO)_2 Pole Inline
Contact 2

**All product descriptions and specifications are subject to be changed without notice

*Dimensions in mm, Thread in inches

Max. voltage 600 V DC
Max. Current @connector 8A

Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating -40 to 60˚C

Operation Specification

Male/Female
Order No.
EOIL02M 2 N/A EODC02M N/A

Diving(EO)_Inline_Contact 2

Contact Locking SleeveBulkhead Dummy

Face View (Male)

Connector body Chloroprene rubber
Contact Gold plated brass
Socket Gold plated beryllium copper

Inline cable AWG 16 Neoprene, 60cm (AWG 18 optional)

Material Specification
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 Penetrator

A Type

B Type

C Type

D Type

C Type

D Type

E Type

Penetrator 
Right Angle 

Penetrator 
Straight 
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Penetrator Right Angle_A Type

**All product descriptions and specifications are subject to be changed without notice

Max. voltage 300/600 V DC depends on cable
Current rating @contact Depends on wire and conductor size

Insulation resistance >200 Mohm
Depth rating 600 bar

Temperature rating -40 to 60°C

Operation Specification

Connector body Chloroprene rubber
Bulkhead body Brass(BR), stainless steel(SS)
Bulkhead leads Customer specified

Inline cable Customer specified (DWTEK cable only)
O - rings NBR 2-014

Material Specification

A Type
Order No.

PNTCRA02N 2 N/A N/A N/A
PNTCRA03N 3 N/A N/A N/A
PNTCRA04N 4 N/A N/A N/A
PNTCRA05N 5 N/A N/A N/A
PNTCRA06N 6 N/A N/A N/A

*Code: Series+Right Angle+Type+Contact+AWG+Bushing material= PNTC R A 00 00 BR
Ex: PNTCRA0218BR: Penetrator Right Angle A Type, 2 Contacts, AWG18, Brass Bushing

Penetrator Right Angle Connector_A Type_Contact 2,3,4,5,6

No. Of Contact Inline Dummy Locking Sleeve

*Dimensions in mm, Thread in inches
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Penetrator Right Angle_B Type

**All product descriptions and specifications are subject to be changed without notice

Max. voltage 300/600 V DC depends on cable
Current rating @contact Depends on wire and conductor size

Insulation resistance >200 Mohm
Depth rating 600 bar

Temperature rating -40 to 60°C

Operation Specification

Connector body Chloroprene rubber
Bulkhead body Brass(BR), stainless steel 316(SS)
Bulkhead leads Customer specified

Inline cable Customer specified (DWTEK cable only)
O - rings NBR 2-014

Material Specification

B Type
Order No.

PNTCRB02N 2 N/A N/A N/A
PNTCRB03N 3 N/A N/A N/A
PNTCRB04N 4 N/A N/A N/A
PNTCRB05N 5 N/A N/A N/A
PNTCRB06N 6 N/A N/A N/A
PNTCRB08N 8 N/A N/A N/A

*Code: Series+Right Angle+Type+Contact+AWG+Bushing material= PNTC R B 00 00 BR
Ex: PNTCRB0218BR: Penetrator Right Angle B Type, 2 Contacts, AWG18, Brass Bushing

Penetrator Right Angle Connector_B Type_Contact 2,3,4,5,6,8

Contact Inline Dummy Locking Sleeve

 2
1 

 58 

 46 

 1
9 

7/16" - T20 UNF

*Dimensions in mm, Thread in inches
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Penetrator Right Angle_C Type

**All product descriptions and specifications are subject to be changed without notice

Max. voltage 300/600 V DC depends on cable
Current rating @contact Depends on wire and conductor size

Insulation resistance >200 Mohm
Depth rating 600 bar

Temperature rating -40 to 60°C

Operation Specification

Connector body Chloroprene rubber
Bulkhead body Brass(BR), stainless steel(SS)
Bulkhead leads Customer specified

Inline cable Customer specified (DWTEK cable only)
O - rings NBR 2-015

Material Specification

C Type
Order No.

PNTCRC02N 2 N/A N/A N/A
PNTCRC03N 3 N/A N/A N/A
PNTCRC04N 4 N/A N/A N/A
PNTCRC05N 5 N/A N/A N/A
PNTCRC06N 6 N/A N/A N/A
PNTCRC08N 8 N/A N/A N/A

*Code: Series+Right Angle+Type+PTFE Contact+Cable Contact+Bushing material= PNTC R C 00 00 BR
Ex: PNTCRC0218BR: Penetrator Right Angle C Type, 2 Contacts, Brass Bushing

Penetrator Right Angle Connector_C Type_Contact 2,3,4,5,6,8

Contact Inline Dummy Locking Sleeve
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12 

1/2" - T20 UNF

*Dimensions in mm, Thread in inches
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Penetrator Right Angle_D Type

**All product descriptions and specifications are subject to be changed without notice

Max. voltage 300/600 V DC depends on cable
Current rating @contact Depends on wire and conductor size

Insulation resistance >200 Mohm
Depth rating 600 bar

Temperature rating -40 to 60°C

Operation Specification

Connector body Chloroprene rubber
Bulkhead body Brass(BR), stainless steel(SS)
Bulkhead leads Customer specified

Inline cable Customer specified (DWTEK cable only)
O - rings NBR 2-022

Material Specification

D Type
Order No.

PNTCRD02N 2 N/A N/A N/A
PNTCRD03N 3 N/A N/A N/A
PNTCRD04N 4 N/A N/A N/A
PNTCRD05N 5 N/A N/A N/A
PNTCRD06N 6 N/A N/A N/A
PNTCRD08N 8 N/A N/A N/A

*Code: Series+Right Angle+Type+PTFE Contact+Cable Contact+Bushing material= PNTC R D 00 00 BR
Ex: PNTCRD0218BR: Penetrator Right Angle D Type, 2 Contacts, Brass Bushing

Penetrator Right Angle Connector_D Type_Contact 2,3,4,5,6,8

Contact Inline Dummy Locking Sleeve

*Dimensions in mm, Thread in inches
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Penetrator Straight_C, D, E Type

**All product descriptions and specifications are subject to be changed without notice

Max. voltage 300/600 V DC depends on cable
Current rating @contact Depends on wire and conductor size

Insulation resistance >200 Mohm
Depth rating 600 bar

Temperature rating -40 to 60°C

Operation Specification

Connector body Chloroprene rubber
Bulkhead body Brass(BR), stainless steel(SS)
Bulkhead leads Customer specified

Inline cable Customer specified (DWTEK cable only)
O - rings NBR 2-014

Material Specification

C Type
Order No.

PNTCSC00N N/A N/A N/A N/A
*Code: Series+Straight+Type+PTFE Contacts+Cable Contacts+Base Material= PNTC S C 00 00 BR
Ex: PNTCSC0202BR: Penetrator Straight C Type, 2 Contacts, Brass

Penetrator Straight Connector_C Type

Contact Inline Dummy Locking Sleeve

D Type
Order No.

PNTCSD00N N/A N/A N/A N/A
*Code: Series+Straight+Type+PTFE Contacts+Cable Contacts+Base Material= PNTC S D 00 00 BR
Ex: PNTCSD0202BR: Penetrator Straight D Type, 2 Contacts, Brass

Penetrator Straight Connector_D Type

Contact Inline Dummy Locking Sleeve

E Type
Order No.

PNTCSE00N N/A N/A N/A N/A
*Code: Series+Straight+Type+PTFE Contacts+Cable Contacts+Base Material= PNTC S E 00 00 BR
Ex: PNTCSE0202BR: Penetrator Straight E Type, 2 Contacts, Brass

Penetrator Straight Connector_E Type

Contact Inline Dummy Locking Sleeve

*Dimensions in mm, Thread in inches
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Dry Metal Shell 

BCR

FCR

CCP

CCP-RA

BCR

FCR

CCP

BCR

CCP

G

L

S

https://www.dwtekmarine.com/


V.10281973

Your Trusted, Innovative, Practical Partner 

V.10281973

www.dwtekmarine.com
info@dwtek.com.tw

215 216

Metal Shell G_BCR
Contact: 2, 3, 4, 5, 6, 7, 8

**All product descriptions and specifications are subject to be changed without notice

Bulkhead body Stainless steel 316(SS)
Contact Gold plated brass
Socket Gold plated brass

O - rings NBR 2-016; NBR 2-018

Material Specification

Max. voltage 300 V DC
Current rating @contact 5A

Max. current @connector 20A
Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating -40 to 60˚C

Operation Specification

*Dimensions in mm, Thread in inches

Male
Order No.

MSGBR02M 2 MSGCP02F MSGDC00F N/A
MSGBR03M 3 MSGCP03F MSGDC00F N/A
MSGBR04M 4 MSGCP04F MSGDC00F N/A
MSGBR05M 5 MSGCP05F MSGDC00F N/A
MSGBR06M 6 MSGCP06F MSGDC00F N/A
MSGBR07M 7 MSGCP07F MSGDC00F N/A
MSGBR08M 8 MSGCP08F MSGDC00F N/A

Metal Shell G_BCR_Male_Contact 2,3,4,5,6,7,8

Contact Locking SleeveDummyInline

Female
Order No.
MSGBR02F 2 MSGCP02M MSGDC00F N/A
MSGBR03F 3 MSGCP03M MSGDC00F N/A
MSGBR04F 4 MSGCP04M MSGDC00F N/A
MSGBR05F 5 MSGCP05M MSGDC00F N/A
MSGBR06F 6 MSGCP06M MSGDC00F N/A
MSGBR07F 6 MSGCP07M MSGDC00F N/A
MSGBR08F 8 MSGCP08M MSGDC00F N/A

Metal Shell G_BCR_Female_Contact 2,3,4,5,6,7,8

Contact Inline Dummy Locking Sleeve

Face View (Male)

 26  10

 
25

.4
0 

O-Ring:AS016
Hex Flats

24mm(15/16”)

O-Ring:AS018
5/8-24UNEF

1
1

1 1 1

1 12
2

2 2 2
2 2

3

3 3 3

3 3
4

4 4
4

45
5

5 5

6

6 6

7
7
8

M
C

LP
M

C
PB

SC
LP

H
P

CX
5

ET
RA

 R
G

 R
K

IE
08

M
S5

5
M

S(
W

ET
)

AC
CE

SS
O

RI
ES

PN
TC

EO
M

ET
(D

RY
)

https://www.dwtekmarine.com/


V.10281973

Your Trusted, Innovative, Practical Partner 

V.10281973

www.dwtekmarine.com
info@dwtek.com.tw

217 218

Metal Shell G_FCR
Contact: 2, 3, 4, 5, 6, 7, 8

**All product descriptions and specifications are subject to be changed without notice

Bulkhead body Stainless steel 316(SS)
Contact Gold plated brass
Socket Gold plated brass

O - rings NBR 2-015; NBR 2-016; NBR 2-019

Material Specification

Max. voltage 300 V DC
Current rating @contact 5A

Max. current @connector 20A
Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating -40 to 60˚C

Operation Specification

*Dimensions in mm, Thread in inches

Male
Order No.

MSGFR02M 2 MSGCP02F MSGDC00F N/A
MSGFR03M 3 MSGCP03F MSGDC00F N/A
MSGFR04M 4 MSGCP04F MSGDC00F N/A
MSGFR05M 5 MSGCP05F MSGDC00F N/A
MSGFR06M 6 MSGCP06F MSGDC00F N/A
MSGFR07M 7 MSGCP07F MSGDC00F N/A
MSGFR08M 8 MSGCP08F MSGDC00F N/A

Metal Shell G_FCR_Male_Contact 2,3,4,5,6,7,8

Contact Locking SleeveDummyCCP

Female
Order No.
MSGFR02F 2 MSGCP02M MSGDC00F N/A
MSGFR03F 3 MSGCP03M MSGDC00F N/A
MSGFR04F 4 MSGCP04M MSGDC00F N/A
MSGFR05F 5 MSGCP05M MSGDC00F N/A
MSGFR06F 6 MSGCP06M MSGDC00F N/A
MSGFR07F 7 MSGCP07M MSGDC00F N/A
MSGFR08F 8 MSGCP08M MSGDC00F N/A

Metal Shell G_FCR_Female_Contact 2,3,4,5,6,7,8

Contact CCP Dummy Locking Sleeve

Face View (Male)
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Metal Shell G_CCP
Contact: 2, 3, 4, 5, 6, 7, 8

**All product descriptions and specifications are subject to be changed without notice

Connector body Stainless steel 316
Contact Gold plated brass
Socket Gold plated brass

Locking sleeve Gunmetal
O - rings NBR 2-017

Material Specification

Max. voltage 300 V DC
Current rating @contact 5A

Max. current @connector 20A
Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating -40 to 60˚C

Operation Specification

Male
Order No.

MSGCP02M 2
MSGBR02F/
MSGFR02F

MSGDC00M Incl.

MSGCP03M 3
MSGBR03F/
MSGFR03F

MSGDC00M Incl.

MSGCP04M 4
MSGBR04F/
MSGFR04F

MSGDC00M Incl.

MSGCP05M 5
MSGBR05F/
MSGFR05F

MSGDC00M Incl.

MSGCP06M 6
MSGBR06F/
MSGFR06F

MSGDC00M Incl.

MSGCP07M 7
MSGBR07F/
MSGFR07F

MSGDC00M Incl.

MSGCP08M 8
MSGBR08F/
MSGFR08F

MSGDC00M Incl.

Metal Shell G_CCP_Male_Contact 2,3,4,5,6,7,8

Contact Locking SleeveDummyBCR/FCR

Female
Order No.

MSGCP02F 2
MSGBR02M/
MSGFR02M

MSGDC00M Incl.

MSGCP03F 3
MSGBR03M/
MSGFR03M

MSGDC00M Incl.

MSGCP04F 4
MSGBR04M/
MSGFR04M

MSGDC00M Incl.

MSGCP05F 5
MSGBR05M/
MSGFR05M

MSGDC00M Incl.

MSGCP06F 6
MSGBR06M/
MSGFR06M

MSGDC00M Incl.

MSGCP07F 7
MSGBR07M/
MSGFR07M

MSGDC00M Incl.

MSGCP08F 8
MSGBR08M/
MSGFR08M

MSGDC00M Incl.

Metal Shell G_CCP_Female_Contact 2,3,4,5,6,7,8

Contact BCR/FCR Dummy Locking Sleeve
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*Dimensions in mm, Thread in inches

Face View (Male)

1
1

1 1 1

1 12
2

2 2 2
2 2
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3 3 3
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Metal Shell G_CCP-RA
Contact: 2, 3, 4, 5, 6, 7, 8

**All product descriptions and specifications are subject to be changed without notice

Connector body Stainless steel 316
Contact Gold plated brass
Socket Gold plated brass

Locking sleeve Gunmetal
O - rings NBR 2-017

Material Specification

Max. voltage 300 V DC
Current rating @contact 5A

Max. current @connector 20A
Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating -40 to 60˚C

Operation Specification

Male
Order No.

MSGCA02M 2
MSGBR02F/
MSGFR02F

MSGDC00M Incl.

MSGCA03M 3
MSGBR03F/
MSGFR03F

MSGDC00M Incl.

MSGCA04M 4
MSGBR04F/
MSGFR04F

MSGDC00M Incl.

MSGCA05M 5
MSGBR05F/
MSGFR05F

MSGDC00M Incl.

MSGCA06M 6
MSGBR06F/
MSGFR06F

MSGDC00M Incl.

MSGCA07M 7
MSGBR07F/
MSGFR07F

MSGDC00M Incl.

MSGCA08M 8
MSGBR08F/
MSGFR08F

MSGDC00M Incl.

Metal Shell G_CCP RA_Male_Contact 2,3,4,5,6,7,8

Contact Locking SleeveDummyBCR/FCR

Female
Order No.

MSGCA02F 2
MSGBR02M/
MSGFR02M

MSGDC00M Incl.

MSGCA03F 3
MSGBR03M/
MSGFR03M

MSGDC00M Incl.

MSGCA04F 4
MSGBR04M/
MSGFR04M

MSGDC00M Incl.

MSGCA05F 5
MSGBR05M/
MSGFR05M

MSGDC00M Incl.

MSGCA06F 6
MSGBR06M/
MSGFR06M

MSGDC00M Incl.

MSGCA07F 7
MSGBR07M/
MSGFR07M

MSGDC00M Incl.

MSGCA08F 8
MSGBR08M/
MSGFR08M

MSGDC00M Incl.

Metal Shell G_CCP RA_Female_Contact 2,3,4,5,6,7,8

Contact BCR/FCR Dummy Locking Sleeve
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*Dimensions in mm, Thread in inches

Face View (Male)

1
1

1 1 1
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Metal Shell L_BCR
Contact: 2, 3, 5, 7, 8, 10, 12, 16

**All product descriptions and specifications are subject to be changed without notice

Bulkhead body Stainless steel 316(SS)
Contact Gold plated brass
Socket Gold plated brass

O - rings NBR 2-019; NBR 2-021

Material Specification

2, 3, 5, 7, 8 contacts: 600 V DC
10, 12, 16 contacts: 300 V DC

Current rating @contact 5A
Max. current @connector 30A

Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating -40 to 60˚C

Operation Specification

Max. voltage

*Dimensions in mm, Thread in inches

Male
Order No.

MSLBR02M 2 MSLCP02F MSLDC00F N/A
MSLBR03M 3 MSLCP03F MSLDC00F N/A
MSLBR05M 5 MSLCP05F MSLDC00F N/A
MSLBR07M 7 MSLCP07F MSLDC00F N/A
MSLBR08M 8 MSLCP08F MSLDC00F N/A
MSLBR10M 10 MSLCP10F MSLDC00F N/A
MSLBR12M 12 MSLCP12F MSLDC00F N/A
MSLBR16M 16 MSLCP16F MSLDC00F N/A

Metal Shell L_BCR_Male_Contact 2,3,5,7,8,10,12,16

Contact Locking SleeveDummyCCP

Female
Order No.
MSLBR02F 2 MSLCP02M MSLDC00F N/A
MSLBR03F 3 MSLCP03M MSLDC00F N/A
MSLBR05F 5 MSLCP05M MSLDC00F N/A
MSLBR07F 7 MSLCP07M MSLDC00F N/A
MSLBR08F 8 MSLCP08M MSLDC00F N/A
MSLBR10F 10 MSLCP10M MSLDC00F N/A
MSLBR12F 12 MSLCP12M MSLDC00F N/A
MSLBR16F 16 MSLCP16M MSLDC00F N/A

Metal Shell L_BCR_Female_Contact 2,3,5,7,8,10,12,16

Contact CCP Dummy Locking Sleeve

 26.5 18.5

 
3
2

O-Ring:AS019
O-Ring:AS021

7/8”-20 UNEF

Hex Flats 30mm
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Metal Shell L_FCR
Contact: 2, 3, 5, 7, 8, 10, 12, 16

**All product descriptions and specifications are subject to be changed without notice

Bulkhead body Stainless steel 316(SS)
Contact Gold plated brass
Socket Gold plated brass

O - rings NBR 2-018; NBR 2-019; NBR 2-022

Material Specification

2, 3, 5, 7, 8 contacts: 600 V DC
10, 12, 16 contacts: 300 V DC

Current rating @contact 5A
Max. current @connector 30A

Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating -40 to 60˚C

Operation Specification

Max. voltage

*Dimensions in mm, Thread in inches

Male
Order No.

MSLFR02M 2 MSLCP02F MSLDC00F N/A
MSLFR03M 3 MSLCP03F MSLDC00F N/A
MSLFR05M 5 MSLCP05F MSLDC00F N/A
MSLFR07M 7 MSLCP07F MSLDC00F N/A
MSLFR08M 8 MSLCP08F MSLDC00F N/A
MSLFR10M 10 MSLCP10F MSLDC00F N/A
MSLFR12M 12 MSLCP12F MSLDC00F N/A
MSLFR16M 16 MSLCP16F MSLDC00F N/A

Metal Shell L_FCR_Male_Contact 2,3,5,7,8,10,12,16

Contact Locking SleeveDummyCCP

Female
Order No.
MSLFR02F 2 MSLCP02M MSLDC00F N/A
MSLFR03F 3 MSLCP03M MSLDC00F N/A
MSLFR05F 5 MSLCP05M MSLDC00F N/A
MSLFR07F 7 MSLCP07M MSLDC00F N/A
MSLFR08F 8 MSLCP08M MSLDC00F N/A
MSLFR10F 10 MSLCP10M MSLDC00F N/A
MSLFR12F 12 MSLCP12M MSLDC00F N/A
MSLFR16F 16 MSLCP16M MSLDC00F N/A

Metal Shell L_FCR_Female_Contact 2,3,5,7,8,10,12,16

Contact CCP Dummy Locking Sleeve

 21 5.5 11.5
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O-Ring:AS019
O-Ring:AS022

O-Ring:AS-019
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Metal Shell L_CCP
Contact: 2, 3, 5, 7, 8, 10, 12, 16

**All product descriptions and specifications are subject to be changed without notice

Connector body Stainless steel 316
Contact Gold plated brass
Socket Gold plated brass

Locking Sleeve Gunmetal
O - rings NBR 2-017

Material Specification

2, 3, 5, 7, 8 contacts: 600 V DC
10, 12, 16 contacts 300: V DC

Current rating @contact 5A
Max. current @connector 30A

Insulation resistance >200 Mohm
Contact resistance <0.01 ohm

Depth rating 600 bar
Temperature rating -40 to 60˚C

Operation Specification

Max. voltage

Male
Order No.

MSLCP02M 2
MSLBR02F/
MSLFR02F

MSLDC00M Incl.

MSLCP03M 3
MSLBR03F/
MSLFR03F

MSLDC00M Incl.

MSLCP05M 5
MSLBR05F/
MSLFR05F

MSLDC00M Incl.

MSLCP07M 7
MSLBR07F/
MSLFR07F

MSLDC00M Incl.

MSLCP08M 8
MSLBR08F/
MSLFR08F

MSLDC00M Incl.

MSLCP10M 10
MSLBR10F/
MSLFR10F

MSLDC00M Incl.

MSLCP12M 12
MSLBR12F/
MSLFR12F

MSLDC00M Incl.

MSLCP16M 16
MSLBR16F/
MSLFR16F

MSLDC00M Incl.

Metal Shell L_CCP_Male_Contact 2,3,5,7,8,10,12,16

Contact Locking SleeveDummyBCR/FCR

Female
Order No.

MSLCP02F 2
MSLBR02M/
MSLFR02M

MSLDC00M Incl.

MSLCP03F 3
MSLBR03M/
MSLFR03M

MSLDC00M Incl.

MSLCP05F 5
MSLBR05M/
MSLFR05M

MSLDC00M Incl.

MSLCP07F 7
MSLBR07M/
MSLFR07M

MSLDC00M Incl.

MSLCP08F 8
MSLBR08M/
MSLFR08M

MSLDC00M Incl.

MSLCP10F 10
MSLBR10M/
MSLFR10M

MSLDC00M Incl.

MSLCP12F 12
MSLBR12M/
MSLFR12M

MSLDC00M Incl.

MSLCP16F 16
MSLBR16M/
MSLFR16M

MSLDC00M Incl.

Metal Shell L_CCP_Female_Contact 2,3,5,7,8,10,12,16

Contact BCR/FCR Dummy Locking Sleeve
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*Dimensions in mm, Thread in inches

 
34

 

 23 

 51 

 
24

 

M
C

LP
M

C
PB

SC
LP

H
P

CX
5

ET
RA

 R
G

 R
K

IE
08

M
S5

5
M

S(
W

ET
)

AC
CE

SS
O

RI
ES

PN
TC

EO
M

ET
(D

RY
)

https://www.dwtekmarine.com/


V.10281973

Your Trusted, Innovative, Practical Partner 

V.10281973

www.dwtekmarine.com
info@dwtek.com.tw

235 236

Metal Shell S_BCR 
Single Fiber Optic Connector 
Contact: 1

**All product descriptions and specifications are subject to be changed without notice

BCR body Stainless steel(SS)
BCR lead 100 cm
O - rings NBR 2-014

Material Specification

Insertion loss < 0.3 dB
Typically < 0.5 dB

Depth rating 600 bar
Temperature rating -40 to 60°C

Operation Specification

*Dimensions in mm, Thread in inches

BCR
Order No.

MSSBR01M 1 MSSCP01F MSSDC01F Incl.

Metal Shell S Single Fiber Optic_BCR_Contact 1

No. Of Contact CCP Dummy Locking Sleeve

Face View (Male)

 1
7 

 19  9 

 
19

 

Oring:AS014

7/16xT20 UNF
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Metal Shell S_CCP
Single Fiber Optic Connector 
Contact: 1

**All product descriptions and specifications are subject to be changed without notice

Connector body Brass
Inline cable 100cm

Locking sleeve Gunmetal

Material Specification

Insertion loss < 0.3 dB
Typically < 0.5 dB

Depth rating 600 bar
Temperature rating -40 to 60°C

Operation Specification

*Dimensions in mm, Thread in inches

CCP
Order No.
MSSCP01F 1 MSSBR01M MSSDC01M Incl.

Metal Shell S Single Fiber Optic_CCP_Contact 1

Contact BCR Dummy Locking Sleeve

Face View (Male)
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Locking Sleeve

Boot

Strap

Nut&Washer
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Accessories_Locking Sleeve

**All product descriptions and specifications are subject to be changed without notice

Locking sleeve body POM

Snap ring Stainless steel 316

Material Specification

Male
Order No.

MCLS00M N/A

SCLS0AM N/A

SCLS0BM N/A

SCLS0CM N/A

SCLS0MM N/A

RALS00M N/A

RGLS00M N/A

RKLS00M N/A

MS20LS00F-M N/A

Accessories_Locking Sleeve_Male

Contact Mating Connector

MCIL 2C-8C; ETMCIL 8C

MCBH 10C-16C, MCIL 10C-16C; SCBH 2C-5C, SCIL 2C-5C;
ETMCBH 13C, ETMCIL 13C, ETSCBH8C, ETSCIL8C; CX50BHIC,
CX50IL1C

SCBH 6C-10C, SCIL 6C-10C; PBBH 2C-4C, PBIL 2C-4C

SCBH 12C-16C, SCIL 12C-16C; HPBH 4C, HPIL 4C

SCIL 1C, SCDC 1C

RAIL 1C, RADC 1C

RGIL 2C-5C, RGDC 2C-5C

RKIL 5C, RKDC 5C

Male Inline for Metal Shell 2000: SCIL 2M-3M, MCIL10M-12M

Female
Order No.

MCLS00F N/A

SCLS0AF N/A

SCLS0BF N/A

SCLS0CF N/A

SCLS0MF N/A

RALS00F N/A

RGLS00F N/A

RKLS00F N/A

MS20LS00F-F N/A

MCIL 2C-8C; ETMCIL8C

Accessories_Locking Sleeve_Female

Contact Bulkhead Inline Dummy

RGIL 2C-5C, RGDC 2C-5C

RKIL 5C, RKDC 5C

Female Inline for Metal Shell 2000: SCIL 2F-3F, MCIL10F-12F

MCBH 10C-16C, MCIL 10C-16C; SCBH 2C-5C, SCIL 2C-5C;
ETMCBH 13C, ETMCIL 13C, ETSCBH8C, ETSCIL8C; CX50BHIC,
CX50IL1C

SCBH 6C-10C, SCIL 6C-10C; PBBH 2C-4C, PBIL 2C-4C

SCBH 12C-16C, SCIL 12C-16C; HPBH 4C, HPIL 4C

SCIL 1C, SCDC 1C

RAIL 1C, RADC 1C
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RGLS00M RGLS00F

RKLS00FRKLS00M

MS20LS00F-M MS20LS00F-F 32.5 

 
34

.1
 

 32.5 

 
34

.1
 

Locking Sleeve Installation Instructions
Inline to Inline

Female locking sleeve Male locking sleeve

Step 1

Step 2

Step 3
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Locking Sleeve Installation Instructions
Inline to MC 2-8 Bulkhead

Female locking sleeve Male locking sleeve

Step 1

Step 2

Step 3

Step 4

Locking Sleeve Assembly

In general, dummy connectors and locking sleeves are packed respectively.

When the snap ring is stucked either side, locking sleeve cannot be assebled 
with dummy directly.
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Accessories_Boot

**All product descriptions and specifications are subject to be changed without notice

Boot body Chloroprene rubber
Material Specification

*Dimensions in mm, Thread in inches

SCBTA0N N/A

SCBT0BN N/A

MCBT00N N/A MCOM 2C-8C; ETMCOM 8C

SCOM 2C-5C; MCOM 10C-16C; ETMCOM 13C, ETSCOM 8C

Accessories_Overmolded_Boot

Contact Mating ConnectorOrder No.

SCOM 6C-16C
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Accessories_Strap

Strap body Chloroprene rubber
Material Specification

LPST0AN

LPST0BN LPBH 7C-9C, LPIL 7C-9C; ETLPBH 13C, ETLPIL 13C

Strap

Mating ConnectorOrder No.

LPBH 2C-5C, LPIL 2C-5C
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Accessories_Nut & Washer

**All product descriptions and specifications are subject to be changed without notice

Material Stainless steel
Material Specification

NT030802 3/8xT24 UNF WS101901 10.5x19x1.5
NT071604 7/16xT20 UNF WS122401 12x24x1.5
NT010202 1/2xT20 UNF WS132401 13x24x2
NT050801 5/8xT18 UNF WS163301 16.7x33x2

Nut Washer

Spec.Order No. Order No.Spec.

Hex Flats 9/16"

3/8-24 UNF-2B  5.5

 

20

10.5 1.5

Hex Flats 3/4"

1/2-20 UNF-2B  8 
 8 

13

24

2

5/8-18 UNF-2B

Hex Flats 15/16"

14

216.7

33

 

12

24

1.5

Hex Flats 11/16"

7/16- 20 UNF-2B  5.5 

NT030802 3/8xT24 UNF WS101901 10.5x19x1.5
NT071604 7/16xT20 UNF WS122401 12x24x1.5
NT010202 1/2xT20 UNF WS132401 13x24x2
NT050801 5/8xT18 UNF WS163301 16.7x33x2

Nut Washer

Spec.Order No. Order No.Spec.
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Ss

or
ie

s
PN

TC
EO

M
ET

(D
RY

)
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General Information General Information

Conductor Dimension

Size of 
conductor, 

AWG 

Diameter of solid conductor Cross-sectional area of stranded conductor 

Nominal, 
Mils     (mm) 

Minimum, 
Mils      (mm) 

Nominal, 
Cmils    (mm2) 

Minimum, 
Cmils    (mm2) 

20 3 2.0 0.813 31.7 0.805 1020 0 .519 1000 0 .509 

18 4 0.3 1.02 4 0.0 1.016 1620 0 .823 1588 0 .807 

 

Mounting Requirement for Metal Shell

Handling instruction & Note

Mounting Requirements
Spot face diameter

Chamfer
diamter

 30° 
 
-
0°
10° 

Bore diameter

R
a0

.8

Ra0.8

Series 
Bore ø 

+ 0.05/-0.00 
(mm) 

Chamfer ø 
±0.25 
(mm) 

Spot Face ø 
±0.4 
(mm) 

MSG 17.50 1 8.50 2 6.00 

MSL 22.23 2 3.25 3 5.00 

MSM 35.30 3 6.50 4 8.00 

 

Grease must be applied before every mating
Make sure the socket of female connector is completed sealed with grease
Make sure the proper torge (see tabel of “Recommend torge on the threads size”) was applied
DO NOT over tighten bulkhead nut

Dow Corning® 111 or MOLYKOTE® 44-M grease is recommended.
DO NOT pull on cable to discounnect 

Replace o-ring when re-using connectors
Keep the bulkhead o-ring groove clean
Avoid o-ring cuts and nicks
Avoid sharp bends at cable when entrying to the connetor

Recommend torque on the threads size

Type M aterial ft. lb. Torque-Nm 

UNF 3/8-24 

Brass 2.9 4.0 

Stainless steel 4 .4 6 .0 

Titanium 4.4 6.0 

UNF 7/16-20 

Brass 7.4 10 

Stainless steel 1 0.3 14 

Titanium 10.3 1 4 

UNF 1/2-20 

Brass 11.0 1 5.0 

Stainless steel 1 5.5 21.0 

Titanium 15.5 2 1.0 

UNF 5/8-18 

Brass 21.4 2 9.0 

Stainless steel 3 0.2 41.0 

Titanium 30.2 4 1.0 

UNF 3/4-16 

Brass 32.4 4 4.0 

Stainless steel 4 6.5 63.0 

Titanium 46.5 6 3.0 

UNF 7/8-14 

Brass 44.3 6 0.0 

Stainless steel 5 9.0 80.0 

Titanium 59.0 8 0.0 
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